
INDUSTRY
STANDARDS

UL 50 Type 3R 
NEMA Type 3R
CUL Type 3R

Finish:

Austin rainproof boxes are 
constructed standard in galvanized
steel. An ANSI 61 gray polyester
powder coating over phosphatized
surfaces is provided on request.

Construction:

• Fabricated in accordance
with UL specifications from
code gauge steel.

• Dripshield along top of box.

• Slip-on seamless cover
attached by screws at
bottom edge.

• Embossed mounting holes
on back of enclosure.

Austin rainproof boxes are Underwriters Laboratories Listed for Wiring or Junction box applications.
All rainproof boxes are designed for outdoor use primarily to provide a degree of protection against
rain, sleet, and damage from external ice formation. 
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Options:

• Special knockouts or knockout
arrangements in bottom only.

• Special materials.

• Special finishes.

• Custom box size or construction.
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Catalog Bundle Bundle Enclosure Catalog Bundle Bundle Enclosure

Number Quantity Weight Size (AxBxC) Number Quantity Weight Size (AxBxC)

AB-664RB 5 20 6x6x4 AB-15126RB 1 13 15x12x6

AB-864RB 5 20 8x6x4 AB-18126RB 1 16 18x12x6

AB-884RB 5 25 8x8x4 AB-18156RB 1 16 18x15x6

AB-1084RB 5 30 10x8x4 AB-18186RB 1 21 18x18x6

AB-10104RB 5 35 10x10x4 AB-24246RB 1 40 24x24x6

AB-1284RB 5 35 12x8x4

AB-12124RB 5 50 12x12x4 AB-18158RB 1 20 18x15x8

AB-18188RB 1 23 18x18x8

AB-666RB 5 20 6x6x6 AB-24188RB 1 35 24x18x8

AB-886RB 5 30 8x8x6 AB-24248RB 1 44 24x24x8

AB-10106RB 5 45 10x10x6

AB-12126RB 5 60 12x12x6 AB-242410RB 1 48 24x24x10

NOTE:

Replace "RB" Suffix with:  RBG:  Rainproof Gray
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