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Powering the Network

Model Tray Area Weight Capacity Colors Ship Weight
T 19" x 19" 17.25" x 19.04" 350 lbs Black 12 lbs

T 19" x 21" 17.25" x 22.3" 400 lbs Black or Gray 17 lbs

23” tray available in various depths - contact factory for more information

Model Shelf Area Weight Capacity Colors Ship Weight
S 19" x 16" Adjustable 17.56" x 16" 200 lbs Black or Gray 10 lbs

S 19" x 20" Adjustable 17.56" x 20" 200 lbs Black or Gray 11 lbs

S 19” x 16” Ventilated 17.5” x 14.87” 150 lbs Black or Gray 10 lbs

Battery Trays and Equipment Shelves

Quick Connects

Model Rating Dimensions (H x W x D) Weight
BBA-800 800 Amps 19.5” x 2” x 0.25” 4 Lbs.

GB-19 100 Amps 19.3" x 0.75” x 0.15” 1 Lbs.

Models Description AWG Weight
QCK-3 for up to 3 Power Modules, 70A rating 6 3 Lbs.

QCK-3A* for up to 3 Power Modules, 80A rating 4 3 Lbs.

QCK-6 for up to 6 Power Modules, 70A rating 6 4 Lbs.

QCK-6A* for up to 6 Power Modules, 80A rating 4 4 Lbs.

CCK-4** for up to 4 Power Modules (2200 Watt) 4 6 Lbs.

* PM-12-80 - only use QCK-3A or QCK-6A; ** PM-48-50 - only use CCK

Model Rack Height (1RU = 1.75”) Rack Width Weight
RRC-3-19 3 RU 19” 4 Lbs.

RRC-7-19 7 RU 19” 5 Lbs.

RRC-3-23 3 RU 23” 5 Lbs.

RRC-7-23 7 RU 23” 6 Lbs.

Bus Bars

Adjustable Equipment Shelf

Battery Tray

Rack Covers

BBA-800

Designed specifi cally for use with Newmar’s PM Series Power Modules 
and Power Function Manager in stacked rack confi guration.

Clear plastic panels attach to rear of racks to protect service personnel by 
preventing accidental contact with “live” terminals, etc., from top, sides 
and rear.

GB-19

• 800 amp rated nickel-plated copper bus bar for use
as heavy duty DC positive or negative connection
point in rack installations

• Multiple attachment holes in two sizes provided for
single and dual hole lugs: 18 ea. @ .312" x .500";
6 ea. @ .437" round; 4 ea. @ .281" round

• Copper bus bar for (unplated), 100 amp rating

• 14 ea. 1/4” landing points

• Installer must supply insulating stand-offs

• Tie bar provided for connecting to adjacent racks

BBA-800

GB-19


