
Tools: Prep
Transmission Line Systems

l JMA prep tools provide fast and accurate cable preparation for use with JMA-patented COMPRESSION connectors

l Fixed blades ensure the proper cable preparation dimensions without use of knives or handmeasurements

l Design eliminates PIM-generating debris while reducing preparation time

l Robust steel and aluminum design delivers long lasting performance in all conditions

JMA Part
Number Image Cable Size/Type Shipping Dimensions Shipping

Weight Replacement Kits Notes

SP-14S 1/4" Superflex cable
5.75 x2.38 x2.25 in.

14.61 x6.05 x5.72 cm

0.78 lb

0.35 kg
RBK-SP-14S

No coring required

Installation video

SP-12S 1/2" Superflex cable
6.75 x2.38 x2.25 in.

17.15 x6.05 x5.72 cm

0.88 lb

0.40 kg

RBK-SP-12S_PL

RPK-SP-12S_PL

No coring required

Installation video

SP-1/2-LDF4D 1/2" Annular cable
6.0 x2.625 x2.625 in.

15.24 x6.67 x6.67 cm

0.56 lb

0.25 kg

RBK-SP-1/2-LDF4D

RPK-SP-1/2-LDF4D

CORULDF4D included

Installation video

SP-1/2-LH4D 1/2" Annular cable
6.75 x2.38 x2.25 in.

17.15 x6.05 x5.72 cm

0.97 lb

0.44 kg

RBK-SP-1/2-LDF4D

RPK-SP-1/2-LH4D

CORULDF4D included

Installation video

SP-78 7/8" cable
5.75 x3.38 x3.38 in.

14.61 x8.59 x8.59 cm

1.17 lb

0.53 kg

RBK-SP-78

RPK-SP-78

No coring required

Installation video

SP-114 1-1/4" cable
5.75 x3.38 x3.38 in.

14.61 x8.59 x8.59 cm

1.98 lb

0.90 kg

RBK-SP-114

RPK-SP-114

No coring required

Installation video
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JMA Part
Number Image Cable Size/Type Shipping Dimensions Shipping

Weight Replacement Kits Notes

SP-158 1-5/8" cable
6.75 x5.50 x4.50 in.

17.15 x13.97 x11.43 cm

3.18 lb

1.44 kg

RBK-SP-158

RPK-SP-158

No coring required

Installation video

SP-12SPL 1/2" Superflex cable
6.0 x2.0 x2.0 in.

15.24 x5.08 x5.08 cm

1.10 lb

0.50 kg

RBK-SP-12S_PL

RPK-SP-12S-PL

No coring required

Installation video

SP-12PL 1/2" Annular plenum
cable

6.0 x2.625 x2.625 in.

15.24 x6.67 x6.67 cm

1.10 lb

0.50 kg

RBK-SP-12/PL

RPK-SP-12PL

COR12PL included

Installation video

SP-78PL 7/8" Plenum cable
5.50 x2.25 x2.50 in.

13.97 x5.72 x6.35 cm

0.89 lb

0.40 kg
RBK-SP-78PL

No coring required

Installation video

JMA Part Number Image Cable Size Shipping Dimensions Shipping
Weight

RDCUTTER 7/8" to 1-5/8" coax cable cutter
12.25 x5.25 x1.50 in.

31.12 x13.34 x3.81 cm

0.46 lb

0.21 kg

RDCUTTER-S 1/2" to 7/8" coax cable cutter
12.25 x5.25 x1.50 in.

31.12 x13.34 x3.81 cm

0.40 lb

0.18 kg

SP-CC 1/2" center conductor prep tool
4.50 x1.50 x1.25 in.

11.43 x3.81 x3.18 cm

0.20 lb

0.09 kg

SP-PLV Vacuum adapter
3.63 x2.25 x2.25 in.

9.22 x5.71 x5.72 cm

0.16 lb

0.07 kg
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