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SPECIFICATIONS:

IMPEDANCE: 50 Ohms
FREQUENCY RANGE: 0—6 GHz

MAX. PIM: —160dBc MAX. (1900 MHz)
VSWR: O TO 3 GHz <1.1:1

VSWR: 3 TO 4 GHz <1.15:1

VSWR: 4 TO 6 GHz <1.25:1

INSERTION LOSS: 0.05 dB MAX. @ 3.0 GHz
INSULATION RESISTANCE: 5K MOhms
WORKING VOLTAGE: 1200 vrms MAX.
MATING CYCLES: 500
TEMPERATURE RANGE:

—55°C TO 85°C

[

827 [21.0]
DOUBLE D-FLATS

CUSTOMER
OUTLINE DRAWING

ALL DIMENSIONS
ARE REFERENCE ONLY

ROHIS)

COMPLIANT,

BLUOL

DIVISION OF RF INDUSTRIES, LTD. (858) 549-6345 FAX

7610 MIRAMAR RD.

SAN DIEGO, CA 92126
(858) 549-6340

7 |GROUND RING 1 | Be.Cu. WHITE _BRONZE UNLESS OTHERWISE SPECIFIED: PROPRIETARY AND CONFIDENTIAL

o . s oneawss s [ propmen o coviena |- DN PLUG TO 4.3/10 JACK
5 [SHELL 1 | BRASS WHITE BRONZE AND [MILLIMETERS] INFORMATION PROPRIETARY 0 ADAPTER

4 [RETAINING RING 1 [Be.Cu. WHITE BRONZE ORAWN UNAUTHORIZED USE OF THIS <75 | CABLE crour | owe 1o =
3 [CONTACT 1| Be.Cu. SILVER C. ZUNIGA 05/04/16 PROVIBITED WITHIUT WRETTEN :

2 IR K - g LA N/A | RFD-1687-4 | —
1_|BODY 1 [ BRASS WHITE_BRONZE ORJ DRAWN PUNISHABLE UNDER U.S. SCALE: ENGINEERING ID: SHEET 1 oF 1
7 DESCRIPTION QTY] MATERIAL FINISH C. ZUNIGA 05/04/16 COPYRIGHT LAWS. NTS 000000




