INTERFACE: IEC61169—54

IMPEDANCE: 50 OHMS
FREQUENCY RANGE: DC—6

Questions? Visit www. Talleycom.com or contact Talley at 800.949.7079 or Sales@Talleycom.com today.

GHz

INSERTION LOSS: —.01 dB x VFREQUENCY GHz
VSWR MAX: <1.15:1 @ 3 GHz

3rd ORDER IM:
OPERATING TEMPERATURE:
RoHS COMPLIANT

< —160 dBc @ 1900 MHz

—40°C TO +155C

PART NO.

RFD-43F-F
REV DESCRIPTION DWNT  DATE 1 APPROVED |
— |ENGINEERING RELEASE CZo112/28/151  JOMc

TALLLCY

You Connect the World. We Make it Easy.®

— 5351 [14.00] —=

e——— 1.547 [39.30] REF, ———

i

———— M20X1-6g ———»=

ta—————— M20X1-6Q ———=
1

20mm HE

X

CUSTOMER
OUTLINE DRAWING

ALL DIMENSIONS
ARE REFERENCE ONLY

7610 MIRAMAR RD.
SAN DIEGO, CA 92126
(858) 549-6340

DIVISION OF RF INDUSTRIES, LTD. (858) 549-6345 FAX

UNLESS OTHERWISE SPECIFIED:
DIMENSIONS ARE IN INCHES

5 |PROTECTIVE_CAP 2 | PVC —_— AND [MILLIMETERS]

4 |GROUND RING 2 | PHOS. BRONZE WHITE_BRONZE 4)26)16
3 [CONTACT 1| BeCu SILVER ;’H@"@

2 [INSULATOR 1| PTFE —

1_|BODY 1 [ BRASS WHITE BRONZE BRI DR

# DESCRIPTION QT MATERIAL FINISH C. ZUNIGA 12/28/15

PROPRIETARY AND CONFIDENTIAL

THIS DRAWING CONTAINS
INFORMATION PROPRIETARY TO
RF INDUSTRIES, ANY
UNAUTHORIZED USE OF THIS
DRAWING IS EXPRESSLY
PROHIBITED WITHOUT WRITTEN
PERMISSION FROM RF
INDUSTRIES. ANY VIOLATION IS
PUNISHABLE UNDER U.S.
COPYRIGHT LAWS.

BARREL ADAPTER
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