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DESCRIPTION

DATE

APPROVED

01

INITIAL RELEASE

2/2/2021

PRODUCT CONFIGURATION PRODUCT PERFORMANCE
DESCRIPTION CUSTOMER CONFIGURATOR SELECTIONS SPECIFICATION PARAMETER SPEC VALUE
NUMBER OF FIBERS 2 OPTICAL - SINGLE MODE
D FIBER MODE SINGLE MODE OPERATIONAL WAVELENGTH 1310 / 1550 NM
END 1 CONNECTOR LC UNIBOOT INSERTION LOSS FOR LC CONNECTOR |0.30 dB (PER CONN)

END 2 CONNECTOR

LC DUPLEX WITH CLIP

RETURN LOSS

50 dB

SINGLE MODE COLOR CODE

LC UNIBOOT

BLUE CONNECTOR BODY, WHITE BOOT

LC DUPLEX WITH CLIP

BLUE CONNECTOR BODY, WHITE BOOT

TOTAL CABLE LENGTH

CUSTOMER SPECIFIED

ENVIRONMENTAL
OPERATIONAL TEMPERATURE RANGE |-40 TO +70 C
INSTALLATION TEMPERATURE RANGE  |-15TO +60 C
TRANSITION ENVIRONMENTAL SEAL P68

TALLEY.

ROHS

2011/65/EU

THIS SECTION NEEDS TO FIT/ SEAL
PROPERLY IN 7 OR 9 MM HOLES IN

www.Talleycom.com | Sales@Talleycom.com | 800.949.7079

CUSTOMER DRAWING

457MM (18 IN) +80/-OMM

C GLAND, MINIMUM 50 MM IN LENGTH
REGARDLESS OF MAIN CABLE OD
END 1 LC UNIBOOT
FIBER BREAKOUT
CABLE, ARMORED, 5MM
LENGTH 'L
B LENGTH (L) | TOLERANCE (LTOL)
L< 15M LTOL = +/- 150MM
15M <L <100M |LTOL=0.01 XL
L > 100M LTOL = +/- 1M
LENGTH 'L PART NUMBER LENGTH 'F PART NUMBER
1 METER OFJ-2SMA-LCULAR-50A18-M1 1 FEET OFJ-2SMA-LCULAR-50A18-F1
2 METERS OFJ-2SMA-LCULAR-50A18-M?2 2 FEET OFJ-2SMA-LCULAR-50A18-F2
3 METERS OFJ-2SMA-LCULAR-50A18-M3 3 FEET OFJ-2SMA-LCULAR-50A18-F3
5 METERS OFJ-2SMA-LCULAR-50A18-M5 5 FEET OFJ-2SMA-LCULAR-50A18-F5
10 METERS OFJ-2SMA-LCULAR-50A18-M10 10 FEET OFJ-2SMA-LCULAR-50A18-F10
15 METERS OFJ-2SMA-LCULAR-50A18-M15 15 FEET OFJ-2SMA-LCULAR-50A18F15
20 METERS OFJ-2SMA-LCULAR-50A18-M20 20 FEET OFJ-2SMA-LCULAR-50A18-F20
A 25 METERS OFJ-2SMA-LCULAR-50A18-M25 25 FEET OFJ-2SMA-LCULAR-50A18-F25
30 METERS OFJ-2SMA-LCULAR-50A18-M30 30 FEET OFJ-2SMA-LCULAR-50A18-F30
40 METERS OFJ-2SMA-LCULAR-50A18-M40 40 FEET OFJ-2SMA-LCULAR-50A18-F40
50 METERS OFJ-2SMA-LCULAR-50A18-M50 50 FEET OF J-2SMA-LCULAR-50A18-F50
60 METERS OFJ-2SMA-LCULAR-50A18-Mé0 60 FEET OFJ-2SMA-LCULAR-50A18-F40

3

FIBER POLARITY |

END -1 END-2
A B
B A

PROPRIETARY AND CONFIDENTIAL

THE INFORMATION CONTAINED IN THIS
DRAWING IS THE SOLE PROPERTY OF
VIAPHOTON INC. ANY REPRODUCTION
IN PART OR AS A WHOLE

WITHOUT THE WRITTEN PERMISSION OF
VIAPHOTON INC. IS PROHIBITED.
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NAME

DIMENSIONS ARE IN MILLIMETERS | DRAWN

TOLERANCES:

FRACTIONAL +

ANGULAR: * 1°

ONE PLACE DECIMAL +0.25
TWO PLACE DECIMAL #0.10

INTERPRET GEOMETRIC
TOLERANCING PER:

MATERIAL

SEENOTE 1

FINISH

SEE NOTE 2

DO NOT SCALE DRAWING

CHECKED
ENG APPR.
MFG APPR.

Q.A.
COMMENTS:

DATE

2.1MM ARMORED BREAKOUT FURCATION TUBE

END 2

TITLE:

OUTDOOR FIBER JUMPER, 2 FIBER

viaPhoton Inc.

SM, 5SMM ARMORED CABLE, LC
UNIBOOT TO ARMORED LC
DUPLEX, 18IN BREAKOUT
SIZE DWG. NO.

(: OFJ-2sMA-LCULAR-50A18-MxXX () ]

SCALE: 1:5 WEIGHT:
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