SPECIFICATIONS:
1. MATERIAL: FIBERLYTE

FIBERLYTE IS A PROVEN
POLYESTER PRE-MIX WITH
CALCIUM CARBONATE AND
POLYESTER RESINS
INTERLACED WITH FIBERGLASS
AND ULTRA VIOLET
INHIBITORS.

FIBERLYTE IS A DURABLE,
NONCOMBUSTIBLE MATERIALS.
STRONGER THAN PRECAST
CONCRETE. DURABLE AND
INERT—RESISTANCE TO
TEMPERATURE AND
CHEMICALS. IT WILL NOT
CRACK OR BREAK DURING
HANDLING
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. EXCEEDS WUC 3.6
RECOMMENDATIONS FOR
10,000 LBS WHEEL LOADING

«

FLEXIBLE STRENGTH:

6,000 PSI

TENSIL STRENGTH: 6,000 PSI
COMPRESSIVE STRENGTH:
20,000 PSI
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. AVAILABLE IN GRAY

3
9* . PLASTIC BODY AND LID
2 TOTAL WEIGHT = 9 LBS
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[PRODUCT DESCRIPTION

9” (1.0.) x 11" (0.0.) x 12" (D),
H—10 TRAFFIC RATED

PART NUMBER

XB—12F

QUESTIONS? VISIT WWW.TALLEYCOM.COM OR CONTACT TALLEY AT 800.949.7079 OR SALES@TALLEYCOM.COM TODAY. TALLEY

You Connect the World. We Make it Easy.®




