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Ferrite Termination L

Termination Loads

When both ports of a dual polarized antenna are not of the compact low-profile dual-polarized Valuline®

used, Andrew recommends that you use a fermination microwave antennas, a low-profile RAM termination load
load fo ensure your antenna meets the stated Andrew must be used. See the table below to defermine which
specification. A ferrite termination load is typically termination load to use for your application.

recommended for this purpose, but with the development

For TMW antennas: For VHLPX( )-* antennas:
Waveguide Mating Ferrite Load ~ Termination Application RAM Load Termination  Application
Size Flange Part Number  Load Type Part Number ~ Load Type
WR137 PDR70/CPR1376 39099-137 Ferrite spike ~ Waveguide only | 112614-70 RAM OMT
WR112 PDR84/CPR1126 39099-112 Ferrite spike ~ Waveguide only | 112614-84 RAM OMT
WR112 PBR84/UG-528/U 39098-112 Ferrite spike ~ Waveguide only | 112615-84 RAM OMT
WR90 PDR100/CPRI0G 39099-90 Ferrite spike ~ Waveguide only | 112614-100 RAM OMT
WR90 PBR100/UG-40B/U | 39098-90 Ferrite spike ~ Waveguide only | 112615-100 RAM OMT
WR75 PBR120/WR-75 39098-75 Ferrite spike ~ Waveguide only | 112615-120 RAM OMT
WR62 PBR140/UG541A/U | 39098-62 Ferrite spike ~ Waveguide only | 112615-140 RAM OMT
WR42 PBR220/UG595U Mod | 39098-42 Ferrite spike ~ Waveguide only | 112615-220 RAM OMT
WR28 PBR320/UG599U Mod | NA NA Waveguide only | 112615-320 RAM oMt

o Ferite spike loads have RL of 26.4 dB. They will fit all antennas with waveguide-type feed.

o RAM loads have RL of 10 dB or better. They fit all antennas with waveguide feed construction as well as next generation Valuline antennas.
o The hardware supplied with the antenna should be used for attachment

o The port termination loads have cover flanges —to gain o watertight seal they should be used in conjunction with gasket flanges.
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