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Cable Products

Overvoltage Protection

Raycap overvoltage protection boxes utilize proven Strikesorb® technology to safeguard capital investments in remote radio units. Models include sector
boxes for protection up to 2 RRU and a main breakout box for protection for up fo ¢ RRU.

o Alarms for SPD sacrifice, Moisture detection and Intrusion
o Fully recognized to the UL 1449 3rd Edition Safety Standard

* Digital Voltmeter to monitor each DC circuit

®

Fiber and Power Cables
for indoor connection fo separate BBU and power supply

HELIAX® FiberFeed jumpers for use when BBU and power supply are separated by
distances too far for hybrid tail connection. The jumpers contain 2 single mode fibers
terminated fo DLC connectors on each end. UL listed OFNR UL1666 for indoor/

Fiber/Power Connection Management Enclosures ouidoor use.
PART NUMBER DESCRIPTION LENGTH, FEET (METER) PART NUMBER
RC3DC-1064-PF-48 Raycap OVP box for 2 RRUs, 2 sfrikesorb modules, 16 (5) FL-2SMO02-5M
inTemo| volfoge indiccﬁor 32 (" O) F‘2SM‘OOQ'] O/\/\
RC3DC-3315PF48 Raycap OVP box for up to 6 RRUs, 6 strikesorb modules, 49(15) FL2SMO02-1 5M
infernal voliage indicator
65 (20) E-2SMO02-20M
RCMDC-2260RM-48 Raycap rack mount power protection system for & RRUs,
19 inch mounting brackets, digital voliage monitor 115(33) FE2SMO02-30M
RC3DC-4750-PF-48 Raycap Distribution box, O sfrikesorb modules, large box 164 (50) FE25M002-50M
: ) Power tray cable for use when power supply and BBU are separated by distances
fEld4120f Bxcess Fiber Management Enclosure too far for hybrid tail connection. Constructed with six 8 ANG conductors, braided
Fiber management fray, indoor shielding and a 10 AWG ground wire. UL listed type TCER for indoor,/outdoor use.
FE-14192R . .
19 inch rack mount, 14 x 19 x 1.75 inches
RTF-4575 Fiber management rack, 2U, 12 fibers, sliding drawer . Shielded Power Tray Cable,
RTF-4501 Fiber management rack, 2U, 12 fibers, fixed lid —_— 6 x 8 AWG conductors, issued per foot.
FAJSK OVP gland inserts, RC3DC-3315PF-48, for separate

fiber and power af the shelter/cabinet

HELIAX FiberFeed Fiber Trunks for use when BBU and power supply are separated by
distances too far for hybrid tail connection. These discrete fiber trunks contain 12 single
mode fibers, terminated to DLC connectors on each end. UL listed OFNR UL 1666 for
indoor,/outdoor use.

9.8(3 DFT-12SMO11-3M
16.4(5) DFE12SMO1 1-5M
32.8(10) DFE12SMOT1-10M
40.2 (15) DFT12SMOT1-15M
65.6(20) DFT12SMO11-20M



