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Gold Anodized Non Welded VHF Models

Y1363	 136-150 MHz	 3	 7.1 dBd	 17 dB	 41-1/2”	 7/8”
Y1365	 136-150 MHz	 5	 9.2 dBd	 20 dB	 72”	 1-1/4”
Y1503	 150-174 MHz	 3	 7.1 dBd	 17 dB	 41-1/2”	 7/8”
Y1505	 150-174 MHz	 5	 9.2 dBd	 20 dB	 72”	 1-1/4”
Y2203	 220-250 MHz	 3	 7.1 dBd	 17 dB	 41-1/2”	 7/8”
Y2205	 220-250 MHz	 5	 9.2 dBd	 20 dB	 72”	 1-1/4”

Gold Anodized Fully Welded VHF Models*		
YXXX3W	 User Defined	 3	 7.1 dBd	 17 dB	 41-1/2”	 7/8”
YXXX5W	 User Defined	 5	 9.2 dBd	 20 dB	 72”	 1-1/4” 

*may require truck freight

Gold Anodized Fully Welded UHF Models

Y4065	 406-430 MHz	 5	 9.2 dBd	 20 dB	 37”	 7/8”
Y4066	 406-430 MHz	 6	 10.2 dBd	 20 dB	 44”	 7/8”
Y4303	 430-450 MHz	 3	 7.1 dBd	 17 dB	 20-3/16”	 7/8”	
Y4305	 430-450 MHz	 5	 9.2 dBd	 20 dB	 37”	 7/8”
Y4306	 430-450 MHz	 6	 10.2 dBd	 20 dB	 44”	 7/8”
Y43012	 430-450 MHz	 12	 11 dBd	 20 dB	 68 -1/16”	 1-1/4”
Y4503	 450-470 MHz	 3	 7.1 dBd	 17 dB	 20-3/16”	 7/8”	
Y4505	 450-470 MHz	 5	 9.2 dBd	 20 dB	 37”	 7/8”
Y4506	 450-470 MHz	 6	 10.2 dBd	 20 dB	 44”	 7/8”
Y45012	 450-470 MHz	 12	 11 dBd	 20 dB	 68 -1/16”	 1-1/4”
Y4705	 470-490 MHz	 5	 9.2 dBd	 20 dB	 37”	 7/8”
Y4706	 470-490 MHz	 6	 10.2 dBd	 20 dB	 44”	 7/8”

Gold Anodized Fully Welded 800/900 MHz Models		
Y8063	 806-896 MHz	 3	 6 dBd	 15 dB	 16-3/4”	 7/8”	
Y8066	 806-896 MHz	 6	 9 dBd	 16 dB	 27-11/16”	 7/8”
Y80612	 806-896 MHz	 12	 11 dBd	 20 dB	 48-7/8”	 7/8”
Y8963	 896-970 MHz	 3	 6 dBd	 15 dB	 16 3/4”	 7/8”
Y8966	 896-970 MHz	 6	 9 dBd	 16 dB	 27 11/16”	 7/8”
Y89612	 896-970 MHz	 12	 11 dBd	 20 dB	 48-7/8”	 7/8”
Y80618	 806-896 MHz	 18	 14 dBd	 25 dB	 69 7/8”	 1”
Y89618	 896-870 MHz	 18	 14 dBd	 25 dB	 69 7/8”	 1”	

Model	 Frequency 	 Elements	 Gain	 Front-Back	 Boom	 Boom 
				R    atio	 Length	 Diameter

VHF Models
VG1502	 150-174 MHz	 2 dBi	 55”	 102”
VG1325	 132-150 MHz	 5 dBi	 55”	 102”
VG1505	 150-174 MHz	 5 dBi	 55”	 102”
VG1326	 132-150 MHz	 6 dBi	 55”	 102”
VG1506	 150-174 MHz	 6 dBi	 55”	 102”
VG2002	 200-225 MHz	 2 dBi	 55”	 102”

UHF Models
VG4065	 406-450 MHz	 5 dBi	 25”	 35”
VG4505	 450-512 MHz	 5 dBi	 25”	 35”
VG4506	 450-512 MHz	 6 dBi	 25”	 35”

Mounting Options						    
			 

FM1	 Stainless Steel U Bolt Mount (2)	 1 7/8”
FM2	 Heavy Duty Base Mounting Bracket (2)	 2 1/2”

Model	 Frequency Range	 Gain	 Length 	 Extended Length	

Model	 Description			   Mast

Voyager®  
• �Field tunable for quick  

field deployment

• �Rugged design performs  
in harsh environments 

• �UV inhibiting insulators  
will not crack, decay, or  
disassemble with UV exposure 

Directional Yagis 
• �360 Fully Welded Gold Anodized models 

or value leader Silver Series available 

• �Line up includes 3 element/7.1 dBd gain 
to 18 element/14 dBd gain variations

• �Internal matching design will not ice up, 
detune, or corrode

• �VHF Custom tuning available

Y8066 and Y8063 
shown with  
YM78HD Heavy  
Duty Mounting Kit

BASE STATION ANTENNAS

VOYAGER AND DIRECTIONAL YAGIS

VG1505 and 
VG4505 shown 
with optional FM2 
Mounting Kit

800.949.7079 sales@talleycom.com Order online today at www.talleycom.com


