Bird Technologies - The RF Experts

2-18T Series

2-18T Series, 2 Watt, 18 GHz, Convection-Cooled Dry
Terminations

Bird's RF terminations are world renowned for their high-quality, robust
construction and conservative power ratings. The use of non-magnetic
materials and plating provide safety when used in high magnetic fields
such as MRI.

Very Low VSWR below microwave frequencies
Ultra-compact dimensions

Rugged Reliability provides years of trouble free use
Precision Stainless Steel Connectors

PRODUCT SPECIFICATIONS:

TemNo 2-18T Saries

Ttem Name 2\Wat, 18 GHz, Convection-Cooled Dry Termingtions
Power Rating 2Watts @ 25°C (Derated Linearly to 1 Watt @ +125°C
Peak Power 500 Watts mex. (5uSec Pukse, 025% Duty Cycke)
Frequency Range DCto18GHz

VSWR See Drawings

Impedance () 0



Temperture Range

Product Type

Resistive Element

CouplingNut

©50+125°C

Dry (Convection-Cooked)

ThinFilm Alumina (No BeO)

Gold Plated Stinless Steel (2-18T-MA)
Passivated Siinless Sieel (-18T-MIN)

N, SMA (M)

Passivated Stainless Steel

Beryllium Copper, Gold Plated Over Nickel



