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DOLLIES
Model Description

6771-011 For 10 and 25 kW MODULOAD
6772-011 For 50 kW MODULOAD

MISCELLANEOUS
Model Use With Description

3610-031 All Element Sockets Dummy Plug
5-1864 4314B Power Supply 115 V
5-1940 4314B Power Supply 230 V
5A2229 AT Series Power Supply 120 V
5A2226 AT Series Power Supply 230 V

COOLANTS
Model Description Volume/Pkg.

5-030-3 Refined Mineral Oil 1 Gallon Can
5-1070-2 DC-200 Silicone 1 Gallon Can
5-1134-3 Ethylene Glycol, Industrial Grade 1 Gallon Can

FLANGE-TO-FLANGE ADAPTERS
Model Description

4600-025 3 1/8" Flg. To 1 5/8" EIA Flg. 50 ohm
4712-015 1 5/8" Flg. To 7/8" EIA Flg. 50 ohm
4902-025 3 1/8" Flg. To 6 1/8" EIA Flg. 50 ohm
7500-076 DC Connector Plug

REPLACEMENT RESISTORS
Model For Power

8731-031-1 8731 ECONOLOADS 10 kW
8738A072 8730A/8738A ECONOLOADS 10 kW

8755-027-2 8745/8746 ECONOLOADS 20 kW
8755-027-3 8755/8756 ECONOLOADS 30 kW
8755-027-4 8765/8766 ECONOLOADS 40 kW
8755-027-5 8775/8776 ECONOLOADS 50 kW

8792-010-2 one reqd. 8796 ECONOLOADS 60 kW
8792-010-1 one reqd. 8792 ECONOLOADS 80 kW

5A2388 8578A100 Forced-Air Load 10 kW
5A2393 8578A150 Forced-Air Load 15 kW

8572-021 8572 Forced-Air Load 25 kW

DUCTING
Model For

8572-078 8572A/8573A

COUPLING KITS
Model Line Type OHMS

4240-220 7/8" Flg. 50
4712-020 1 5/8" Flg. 50
4600-020 3 1/8" Flg. 50

5-289 3 1/8" Unflg. 51.5*
5-726 3 1/8" Unflg. 50

4902-020 6 1/8" Flg. 50
5-1322 6 1/8" Unflg. 50

*51.5 ohm with adapter 50 ohm.

WATER-COOLED ACCESSORIES
Model Product Power

6770-120 Wall Mounting Bracket 10 kW
6770-130 Wall Mounting Bracket 80 kW
6770-125 Wall Mounting Bracket 20 kW, 30 kW
6770-125 Wall Mounting Bracket 40 kW, 50 kW
5-898-6 Water Flow Switch 10 kW
5-898-2 Water Flow Switch 20 kW
5-898-3 Water Flow Switch 30 kW
5-898-4 Water Flow Switch 40 kW
5-898-7 Water Flow Switch 50 kW, 80 kW

8750-115 Control Box Assembly 115 VAC, 50/60 Hz
8750-230 Control Box Assembly 230 VAC, 50/60 Hz

THERMOSWITCHES FOR AIR-COOLED LOADS
Model Function Temp. Set Point Use With

8630-013 Over Temp. Interlock Opens @ 86°C 8630 Series
8640-066 Over Temp. Interlock Opens @ 77°C 8640/8650 Series
8890-008 Over Temp. Interlock Opens @ 236°C 8890/8920 Series
8890-017 Over Temp. Interlock Opens @ 226°C 8930 Series
8892-333 Blower Opens @ 60°C 8930 Series
8896-012 Automatic Opens @ 100°C BA-300-115, -230

CASES
Model Case Holders

CC-6 Portable THRULINE® Wattmeter*, 5 elements, and 1 small load
EC-1 12 elements

4300-061 Model 43 or 43P Wattmeter, load, signal sampler, QC connectors, and 4 elements 
4300-070 Portable THRULINE® Wattmeter*, test cable, screw driver, QC connectors, and 15 elements
4300-085 4391 POWER ANALYST®, signal sampler, and other accessories
4300-055 4410 Wattmeter, load, elements, and other accessories
4300A215 4412 Wattmeter and power sensors
7000A850 AT-100, AT-400, AT-800 Antenna Testers
7002C870 Site Analyzer®

*Includes THRULINE® Wattmeter Models: APM-16, 43, 43P, 4304A, 4308, 4314B, 4410A, 4430 and 4431.


