LANYARDS -,

capital

SAFETY

Web Adjustable Positioning Lanyard

Model: 1231016
6 ft. (1.8m) single-leg with adjustable web and snap hooks at each end.

PRODUCT HIGHLIGHTS

61t (1.8m) adjustable single-eg lanyard
Ideal for work pasitioning or restraint
Abrasion resistant polyester webbing
Buiti-in wear indicator



o  Userfriendly sefflocking snap hooks ateach end

o  Equippedwith -Safe™

PRODUCT SPECIFICATIONS

Capacity

Brand

Size

Velocity Ship

iSafe Equipped

Anchor Connector Hook Type
Harness Connector Hook Type
Lanyard Type

Number Of legs

Lanyard Length
Thread/Stitching

Label

General Lanyard

Harness Connection Hook
Anchor Connection Hook
Detailed Lanyard

Model

Physical Weight

Product Styles

Product Types

Standards

310 Ibs. (141 kg)
DBI-SALA®

6 ft. (1.8m)

Yes

Yes

Snap Hook
Snap Hook
Adjustable
Single-Leg

6 ft. (1.8m)
Polyester

Vinyl

Web

Zinc Plated Steel
Zinc Plated Steel
1" (2.5cm) Polyester Web
1231016

2.20 Ibs (1.0kg)
Standard

Web Positioning Lanyard

OSHA 1910.66, OSHA 1926.502, Capital Safety Gen. Mfg. Req., ANSI Z359.3



