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PRODUCT HIGHLIGHTS 

• 6 ft. (1.8m) double-leg 100% tie-off lanyard 
• Stretches in reaction to your movements 
• Abrasion resistant polyester tubular webbing 
• User friendly self locking snap hook at center 
• Saflok-Max™ self-locking steel rebar hooks at leg ends 
• Energy absorbing design limits fall arrest forces 
• Built-in impact indicator 
• Protected labels, equipped with i-Safe™ 

PRODUCT SPECIFICATIONS 

Capacity 130-310 lbs. (59-141kg) 

Brand DBI-SALA® 

Sub Brand ShockWave™2 

Size 6 ft. (1.8m) 

Velocity Ship Yes 

iSafe Equipped Yes 

Anchor Connector Hook Type Rebar Hook 

Energy Absorber Class 6 ft (1.8 m) Free Fall/MAAF 900 lbs. (4 kN) 

Harness Connector Hook Type Snap Hook 

Lanyard Type Variable/Elastic 

Number Of legs Double-Leg 100% Tie-Off 

Lanyard Length 6 ft. (1.8m) 

Thread/Stitching Polyester 

Label Vinyl 

General Lanyard Web 

Detailed Lanyard 1-15/16" (4.9cm) Polyester Tubular Web 

Energy Absorber Polyester 

Harness Connection Hook Zinc Plated Steel 

Anchor Connection Hook Zinc Plated Steel 

Model 1244448 

Physical Weight 7.60 lbs (3.4kg) 

Product Styles Stretch 

Product Types Shock Absorbing Lanyard 

Standards OSHA 1910.66, OSHA 1926.502, Capital Safety Gen. Mfg. Req., ANSI A10.32, ANSI Z359.13 
 


