
L A N YA R D S

DURABLE 
HARDWARE
Alloy steel construction 
with zinc plating for 
strength, durability and 
corrosion resistance.

REDUCED IMPACT FORCES
Built-in energy absorber limits 
the average fall arresting forces 
to 900 lbs. (4kN) for added safety.

HIGH STRENGTH 
AND CAPACITY
5,000 lb. (22kN) 
breaking strength for 
durability and 310 lb. 
(140 kg) capacity for 
worker flexibility.

3,600 lb. 
GATED HOOKS
Every PRO™ lanyard 
features 3,600 lb. 
gated hooks, for 
added safety 
and security.

IMPACT 
INDICATOR
Allows for easy 
inspection for 
added safety.

TOUGH WEBBING
Polyester construction 
is strong enough to 
endure rough use and 
the elements.

VARIOUS STYLES
AND LENGTHS
A variety of styles and 
lengths are available 
to choose from—if 
you don't see it, 
please call.

STANDARD HOOK
WITH 3/4" (19 mm) 
GATE OPENING
3,600 lb. (16kN)  
gate strength.

FLAT STEEL REBAR 
HOOK WITH 2-1/4" 
(57 mm) GATE OPENING
3,600 lb. (16kN)  
gate strength.

TIE-BACK CARABINER 
WITH A 3/4" (19 mm) 
GATE OPENING 
5,000 lb. (22kN)  
gate strength.

HOOK OPTIONS

Model Shown 1340101

All Protecta® lanyards feature 3,600 lb. (16kN) gated hooks for added safety.



Protecta® PRO™ lanyards provide high quality compliance at an economical price. And trust among workers. They feature 3,600 lb. gated hooks, 
durable lanyard material construction and plated alloy steel hardware for strength and corrosion resistance. All PRO™ shock absorbing lanyards  
limit the average fall arresting forces to 900 lbs. (4kN) and meet OSHA and ANSI standards, including the stringent ANSI Z359.1.

PRO PACK 
PRO Shock Absorbing lanyards feature durable 1" (25 mm) polyester webbing, 1/2" (13 mm) nylon rope or  
1/4" (6 mm) vinyl covered cable with 3,600 lb. (16kN) gated hooks and an energy absorbing design that  
limits the average fall arresting forces to 900 lbs. (4kN) for added safety.

PRO HOT WORKS 
PRO Hot Works shock absorbing lanyards feature flame resistant Kevlar® fiber webbing and shock pack.  
Includes 3,600 lb. (16kN) gated hooks and an energy absorbing design that limits the average fall arresting  
forces to 900 lbs. (4kN) for added safety.

PRO TIE-BACK 
PRO Tie-back shock absorbing lanyards feature specialized webbing and hardware that withstands the rigors  
of tie-back use. Includes 3,600 lb. (16kN) gated hooks and an energy absorbing design that limits the average  
fall arresting forces to 900 lbs. (4kN) for added safety.

PRO-STOP™ 

PRO-Stop lanyards feature polyester tubular web, as opposed to a traditional shock pack, 3,600 lb. (16kN) gated  
hooks and an energy absorbing design that limits the average fall arresting forces to 900 lbs. (4kN) for added safety. 

PRO ELASTIC 
PRO Elastic shock absorbing lanyards combine the pack style energy absorber with stretch capabilities. It expands  
to 6 ft. (1.8 m) and contracts to 4-1/2 ft. (1.4 m) in reaction to the worker's movements. The 3,600 lb. (16kN) gated  
hooks and an energy absorber design limit the average fall arresting forces to 1800 lbs. (8kN) for added safety.

PRO STRETCH  
PRO Stretch lanyards feature a polyester tubular web that expands to 6 ft. (1.8 m) and contracts to 4-1/2 ft. (1.4 m)  
in reaction to the worker's movements, 3,600 lb. (16kN) gated hooks and an energy absorbing design that limits the  
average fall arresting forces to 1,800 lbs. (8kN) for added safety.

PRO POSITIONING 
All PRO Positioning lanyards feature 3,600 lb. (16kN) gated hooks and are used to maintain a working position.  
These devices do not incorporate shock absorbers and can only be used without a fall arrest system if the fall  
possibility is 2 ft. (0.6 m) or less.
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1340161 
PRO STRETCH 100% TIE-OFF SHOCK ABSORBING LANYARD

Double-leg with snap hook and flat steel rebar hooks at leg ends x 6 ft. (1.8 m)

1340121 
PRO STRETCH SHOCK ABSORBING LANYARD

Single-leg with snap hook and flat steel rebar hook x 6 ft. (1.8 m)

1340101 
PRO STRETCH SHOCK ABSORBING LANYARD

Single-leg with snap hooks at each end x 6 ft. (1.8 m)

1340141 
PRO STRETCH 100% TIE-OFF SHOCK ABSORBING LANYARD

Double-leg with snap hooks at each end x 6 ft. (1.8 m)

ACCESSORIES

1385000 
PRO D-RING EXTENSION

Dorsal D-ring extender with D-ring at one end, 
snap hook at other x 18" (45 cm)

1340260 
PRO SHOCK ABSORBER

Shock absorber (ONLY) with D-ring at one end, 
snap hook at other x 18-1/2" (47 cm)

Add in-line to a non-shock absorbing lanyard 
for fall arrest applications
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PRO™
  STRETCH SHOCK ABSORBING LANYARDS


