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PRODUCT SPECIFICATION M

Model: 6100400
Lad-Saf™ Cable Guide

Description:

Non-metallic cable guide with mounting hardware. For
systems up to 199 ft. (60.6m), fits up to 1-1/8” (2.85cm)
rung diameter. Must have 1 every 25 ft. (7.6m).

Features and Benefits:

o INTERMEDIATE CABLE GUIDE
Prevents cable wear against the ladder and permits the climber to bypass without
Q disconnecting.

© NON-METALIC DESIGN
Prevents metal-to-metal contact and abrasion, cable rests in guide slot and does
not rub on abrasive objects.

E O e EASY TO INSTALL
1 Standard tools installs bracket to ladder. Complete with necessary fastening
— hardware.
General Specifications: Materials and Construction:
¢ Molded polyurethane elastomer guide with e Guide Material: Urethane - TU 901 or equivalent
steel fastening hardware « Bar Material: 1/4 inch x 1inch (0.635 cm x 2.54 cm)
¢ Protects cable from rubbing on abrasive objects HR steel
* Slight body pressure releases cable from guide and » Galvanized bar per ASTM A123/A123M or A153/A153M

allows climber to pass by

¢ One cable guide is positioned approximately every
25 feet of length of system (7.6 m)

* Size = 6.875 inches (17.5 cm) x 1.25” (3.17 cm)
¢ Weight = 0.70 lbs. (0.32 kg)

Associated Products:

e Must use as part of a complete Lad-Saf™, the following
is a list of standard components;

« Standards = Complete system is compliant with OSHA, - 6116280 Top Bracket, 6110000 Cable Lifeline,
ANSI A14.3, CSA Z259.1.1. CE EN 353-1:2002 and 6100400 Cable Guide, 6116540 Lad-Saf™ Flexible
AS/NZS 1891.3:1997 compliant models also available. Cable Sleeve, 6100090 Bottom Bracket
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