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MODELS, SPECIFICATIONS & PRICING
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Amps
(Max per

Panel)

Amps
(Max per

Panel)

Input
Range
VDC

Input
Range
VDC

Model
Number

Model
Number

DP10-LED-12

DP10-LED-24

DP10-LED-48

DP10-LED-48N

DP-20ATC-2JC-12

DP-20ATC-2JC-24

DP-20ATC-2JC-48*

5-15

20-30

46-60

-40 to -60

10-15

20-30

40-60

75

75

75

75

150

100

100

List
Price

(each)

List
Price

(each)

$200.00

$200.00

$200.00

$200.00

$295.00

$295.00

$295.00

PRODUCT FEATURES

•	 Front panel LEDs indicate circuit condition (open/closed)
•	 Access power from 10 outputs, 20 amps maximum per output
•	 75 amps maximum
•	 Uses standard ATC / ATO blade fuses (not included)
•	 For use with 12, 24 or ± 48 volt systems 

•	 Caution: please ensure proper fuse rating for ± 48 volt operation

•	 Uses Automotive Blade Style fuses;  
ATC/ATO, ATM, Mini, Micro not included

•	 75 Amps Max per 10-Fuse Block
•	 Up to 20 Blade fuses on main buss
•	 15 Amps max per position on output screws
•	 Two JCASE® Fuse Circuits on separate barrier strip; 40 Amps Max Each  

(One 30 Amp JCASE® Fuse, and One 40 Amp JCASE® Fuse Included)
•	 Three Green LED lights that indicate power status

PRODUCT FEATURES

Weight - 5 lbs
3.5“ H x 19“ W x 4.5“ D

Weight - 8 lbs
1.75“ H x 19“ W x 11“ D

*Requires Fuses that are rated for use in a 48 Volt system (58 Volt Fuses)

DP-20ATC SERIES

DP-10 LED SERIES

ATC Fused Distribution

ATC Fused Distribution w/LEDs

BACK POWER DISTRIBUTION PANELS       

43

(ATC Type)
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