. L P B S E RI E Switching Desktop Power Supply with Built
in gelcel battery/Universal Input
I PRODUCT FEATURES

Universal AC input 88~264 VAC

Short Circuit /Overload/Over Temperature Protections
Built-in EMI filter

Front panel DC output indicator (LPB-12 & LPB-15)
Front panel indicator for AC fail (LPB-12H)

Internal battery automatically recharges when AC power is restored
Compatible with all LPH Hoods for custom mobile radio mounting LPBV\;I 2ht8‘7I;EIbB 1 5
eight - 7. s

3.75"Hx7"Wx10"D

" F £

B-12V-7A B-6V-12A LPB-12H & LPB-24

Weight - 13 lbs
375"Hx7"Wx 16“D

B MODELS, SPECIFICATIONS & PRICING

Output Output Charging | Charging
NMOdbEI Current Voltage Input VoItage Output | Current Iggftrenral V\I(Iekl)gsht
umber - (Amps) vDC VDC Amps y

LPB-12 7 12 100-260 13.8 7Ah 775

LPB-15 12 13.8 90-264 138 15 7Ah 775 -
LPB-12H 12 138 100-260 138 1.5 2an 13 (D

LPB-24 7 24 90-264 27.5 15 7 Ah 13 D
B-12V-7A Battery for LPB-12 & LPB-15 N/A 12 N/A 7ah 54 (D
B-6V-12A Battery for LPB-12H N/A 12 N/A14 12ah 438 (D
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