DuraComm®

POWER SUPPLIES

A Benny Lee Company

DuraComm’

Width - 19"
Depth -7.5"

See Below for
Height & Weight
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B FEATURES

B Systems use proven DuraComm “Power Block” switching modules
B Modular design provides N+1 redundancy on certain models

Bl Selectable 110 or 220 VAC inputs

B Thermostatically controlled fans come on only when needed

B 80% typical efficiency means low heat output and low power costs
B Voltage/Current selectable metering option available ("M” models)
B Adjustable output voltage (see table below)

Output

Model Amps | Standard Panel ;

Number (Ma‘?() \%E\aggee Height Weight
25 3.5"

RM-2512 13.8VDC  11-15VDC 8.5 Ibs NO
RM-5012 50 13.8VDC  11-15VDC  3.5" 9.5 Ibs YES
RM-5012M 50 13.8VDC  11-15VDC  3.5” 9.5 Ibs YES
RM-7512 75 13.8VDC  11-15VDC 7" 1651bs  YES
RM-7512M 75 13.8VDC  11-15VDC 7" 165lbs  YES
RM-10012 100 13.8VDC  11-15VDC 7" 175lbs  YES
RM-10012M 100 13.8VDC  11-15VDC 7" 175lbs  YES
RM-1224 125  275VDC  23-29VDC 35" 8.5 Ibs NO
RM-1224M 12 275VDC  23-29VDC  3.5” 8.5 Ibs NO
RM-2512M 25 13.8VDC  11-15VDC 35" 8.5 Ibs NO
RM-2524 25 27.5VDC  23-29VDC 35" 9.5 Ibs YES
RM-2524M 25 27.5VDC  23-29VDC 35" 9.5 Ibs YES
RM-5024 50 27.5VDC  23-29VDC 7 175lbs  YES
RM-5024M 50 27.5VDC  23-29VDC 7" 1751bs  YES
RM-2548 25 48VDC  46-58VDC 7 175lbs  YES
RM-2548M 25 48VDC  46-58VDC 7 175lbs  YES
RM-1248 12 48VDC  46-58VDC 35" 9.5 Ibs NO
RM-1248M 12 48VDC  46-58VDC 35" 9.5 Ibs NO
RM-548 5 48VDC  46-58VDC 35" 8.5 Ibs NO
RM-548M 5 48VDC  46-58VDC  3.5" 8.5 Ibs NO
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