. RMF SERIES PFC & Auto Ranging Input

PRODUCT FEATURES

Auto ranging voltage input 90~264 VAC, 47~63 Hz
or 120~370VDC

2 rack units high (3.5")

Available in 12, 24 and 48 VDC output (adjustable)
Inrush current limiting

Built-in TTL remote control / remote sense
DC-OKTTL signal

Short circuit / over load / over voltage / over
temperature protections

Weight - 8 Ibs
35"Hx19"Wx6"D

MODELS, SPECIFICATIONS & PRICING
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RMF-4012 40 12-15 90-264 3.5" 8 NO NO
RMF-2024 20 22-29 90-264 3.5" 8 NO NO
RMF-1048 10 46-56 90-264 3.5" 8 NO NO
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Model 85';2‘:& Input Voltage | Panel [ Weight
Number (Amps) VAC Height (Ibs)
RU1-4012 40 13.5-18 85-264 1.75" 7
RU1-2012 22 13.5-18 85-264 1.75" 7
RU1-2024 20 22-27.6 85-264 1.75" 7
RU1-1024 14 21.6-28.8 85-264 1.75" 35
RU1-1048 10 41-56 85-264 1.75" 7
RU1-548 7 40.8-55.2 85-264 1.75" 35
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Auto ranging input; full range 85~264 VAC / 120~370 VDC
25% energy savings with power factor correction feature
Built-in remote sense

Remote ON/OFF control

Short circuit / over load / over voltage / over temperature protections

1.75* Hx 19“W x 4.75" D
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