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MODELS, SPECIFICATIONS & PRICING

MODELS, SPECIFICATIONS & PRICING

DP-20GMT-12

DP-20GMT-24

DP-20GMT-48

DP-20GMT-48N

WM-10GMT-12

WM-10GMT-24

WM-10GMT-48

WM-10GMT-48N

10-15

20-30

40-60

-40 to -60

10-15

20-30

40-60

-40 to -60

100

100

100

100

15

15

15

15

20

20

20

20

60

60

60

60

15

15

15

15

10

10

10

10
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Weight
(lbs)

Weight
(lbs)

1.75”

1.75”

1.75”

1.75”

3”

3”

3”

3”

8

8

8

8

1.6

1.6

1.6

1.6

List
Price

(each)

List
Price

(each)

$372.50

$372.50

$372.50

$372.50

$245.00

$245.00

$245.00

$245.00

•	 Single Bus 100A Max.
•	 Up to 20 fuses.
•	 Red/Green LED light that indicate power  

and alarm actvity.
•	 Form C relay contacts are isolated for remote  

fuse fail indication.	
•	 15A max per position on output screws.
•	  For use with 12, 24, or ± 48 volt system. 

•	 Single Bus 60 Amps Max.
•	 Up to 10 fuses.
•	 Green LED for power on indication, and Red LED for fuse alarm 

indication.
•	 Form C relay contacts are isolated for remote fuse fail indication.	
•	 15 Amps Max per position on output screws.
•	  For use with 12, 24, or 48 Volt system. 

DP-20GMT PRODUCT FEATURES

PRODUCT FEATURES

Weight - 8.0 lbs
1.75“ H x 19“ W x 11“ D* GMT fuses do not included

* GMT fuses do not included

Weight - 1.6 lbs
3“ H x 8“ W x 5“ D

GMT SERIES

Wall Mount GMT Fused 

Rack Mount GMT Fused 

BACK POWER DISTRIBUTION
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(GMT Type)
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