
1 800 ANTENNA 13
NOTE:  Antennas are not to scale
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   Size Power  Cable
 Frequency Gain H x DIA Rating  Assembly/
Model (MHz) (dBd/dBi) (In) (Watts) Color /Mount

LP152NMO 151.02-152.98 0/2 3.75 x 4.5  60 Black Order Separately*

LP156NMO 154.42-156.58 0/2 3.75 x 4.5  60 Black Order Separately*

NOTE:  Available in white with minimum order quantities.  Contact factory for more information.

UHF

    Power  Cable
 Frequency Gain Size Rating  Assembly/
Model (MHz) (dBd/dBi) (In) (Watts) Color Mount

LP450NMO 450-470 0/2 1.5 x 4.5  100 Black Order Separately*

LP450NMOW 450-470 0/2 1.5 x 4.5  100 White Order Separately*

LPT450NMO 450-470 0/2 3.5 x 1.5  100 Black Order Separately*

LPT450NMOW 450-470 0/2 3.5 x 1.5  100 White Order Separately*

700/800/900 MHz

    Power  Cable 
 Frequency Gain Size Rating  Assembly/
Model (MHz) (dBd/dBi) (In) (Watts) Color Mount

LPT700/800NMO 740-866 0/2 3.5 x 1.5  100 Black Order Separately*

LPT800/900NMO 806-960 0/2 3.5 x 1.5  100 Black Order Separately*

LPT800/900 806-960 0/2 3.5 x 1.5  60 Black Order Separately*

NOTE:  Available in white with minimum order quantities.  Contact factory for more information.

MULTIBAND

    Power  Cable
 Frequency Gain Size Rating  Asembly
Model (MHz) (dBd/dBi) (In) (Watts) Color Mount

LPT825/19NMOHF  806-960/1710-1990/2400 3/4/3 3.5 x 1.5  10 Black Order Separately*

NOTE:  Available in white with minimum order quantities.  Contact factory for more information.

NOTE:  The LPT825/19NMOHF antenna requires an NMOHF-style mount.

LP UHF

LPT NMO

LP VHF

* The most commonly used cable assembly/mount for this application is the NMOKHFUD (NMO High Frequency Mount 
with 17’of UD (RG-58U Dual Shield).


