
HARDWARE & COVERS

COPE® CABLE TRAY SYSTEMS104

FS  – Flat Solid 

   w/3⁄8" Flange
NF  – Flat Solid FL  – Louvered 

   w/ 3⁄8" Flange

NL  – Flat Louvered

HS  –Hat Solid  

HV  –Hat Vent  

(suffix height)

PF  – Peaked Flanged Solid  

w/ 3⁄8" Flange  

(suffix height)

PS  –Peaked Solid  

(suffix height)

PH  – Peaked Hat Solid 

PV  – Peaked Hat Vent

(suffix height)

COVERS - LADDER, HAT, AND TROF

JOINT PLATE

STAINLESS STEEL COVER CLIP [CCS-SS]

Example:   JP-06-2 is a joint plate for 6” wide 
tray with a 13⁄16" flange.

*peak and hat only, 2" height standard. Consult factory for other heights. 
Example:  NL46-09SL-10 is a flat louvered mill-galv. steel cover for a 9" wide mill galvanized 

ladder 10' long with a 11⁄4" flange.

* Load depth for outside riser or vertical tee only.
** XX from fitting selection page 32
Example:  NF26-369F-24 is a mill galvanized non-flanged solid cover for a 36" wide horizontal 

90° elbow with a 24" radius.

Joint plate is black PVC and 
is offered in 10' lengths to be 
field cut to desired length, or 
in precut lengths for specified 
covers (e.g., PJ-06 is a joint 
plate for 6" wide tray).

1⁄4" - 28 stainless steel cone point 
machine screw. Use with any width 
tray and cover. Not sold in pairs.
Indoor use only.  Suggest spacing 6' max.

For straight sections shown. Standard fitting covers are flat solid type (NF). Aluminum covers are fabricated 
from 0.040" aluminum AA-3150-H14; steel covers are fabricated from 20 gage ASTM A-653-G90 CQ,  
mill-galvanized steel.

NOTE: Use EM-CC Cover Screws (see pg. 57) to attach PH, PV, HS & HV covers.

Hot dip covers - straights only 6'

A

Joint Plate (HAT & TROF ONLY)

Tray Width Flange Type

JP-06 = 6" (152mm)

-2 = 13⁄16" FlangeJP-09 = 9" (229mm)

JP-12 = 12" (305mm)

JP-18 = 18" (457mm) -4 = 11⁄4" Flange

JP-24 = 24" (610mm)

-7 = 2" FlangeJP-30 = 30" (762mm)

JP-36 = 36" (914mm)

Joint Plate (LADDER)

Part No. Tray Size

JP-06 6" (152mm)

JP-09 9" (229mm)

JP-12 12" (305mm)

JP-18 18" (457mm)

JP-24 24" (610mm)

JP-30 30" (762mm)

JP-36 36" (914mm)

JP-120 10' for field cut

Cover Catalog Number – Straight Sections

Type
Flange 

(LADDER 
ONLY)

Finish  
(LADDER)

Finish  
(HAT & TROF)

Basic No. (Width) Length Height*

HS, HV, 2 - 13⁄16" 6 - Mill Galv. 2 - Mill Galv. -06SL = 6" (152mm) -06' -2*

FL, FS, 4 - 11⁄4" 7 - HDGAF 3 - HDGAF -09SL = 9" (229mm) -10'

NF, NL, 5 - 11⁄2" 8 - Alum. 4 - Alum. -12SL = 12" (305mm) -12'

PS, PF, 6 - 13⁄4" T - 304SS U - 304SS -18SL = 18" (457mm)

PH, PV 7 - 2" -24SL = 24" (610mm)

-30SL = 30" (762mm)

-36SL = 36"  (914mm)

Cover Catalog Number – Fittings

Type
Flange 

(LADDER 
ONLY)

Load 
Depth

Finish 
(LADDER)

Finish  
(HAT & TROF)

Width/ 
Basic No.

Radius

NF 2 - 13⁄16" 3" 6 - Mill Galv. 2 - Mill Galv. -06 XX ** 12"

FS 4 - 11⁄4" 4" 7 - HDGAF 3 - HDGAF -09 XX ** 24"

5" 8 - Alum.* 4 - Alum.* -12 XX ** 36"

6" T - 304SS U - 304SS -18 XX **

-24 XX **

-30 XX **

-36 XX **
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