ELECTRICAL SPECIFICATIONS

FREQUENCY:
IMFEDAMNCE tNOMINALY
VEWR (MAXD
DC - 1000 GHz:
1.000 - 3.000 GHz:
POWER < AVGH:
CPEAK)

This document gives only a description of the
product(s) and shall not form part of any

contract,

Please contact a MECA Applicalions Engineer
for the most current specification drawing.

MECHANICAL

SPECIFICATIONS

LTR

DESCRIPTION

DATE

DC = 3000 GHz CONMNECTOR: ERASE, NICKEL PLATED
90 OHME CONMECTOR NUT: BRASS, MNICKEL PLATED
CONTACT PIM:
L1 1 N-MALE: BRASE, GOLD PLATED
115 1 M=FEMALE: BERYLLIUM COPPER. GOLD PLATED
5 WaTTS HOUSIMNG: BRASS, MICKEL PLATED
2,000 WaATTS INSULATOR: PTFE, VIRGIN ELECTRICAL GR&DE
WEIGHT: SEE TABLE
1.50 /—N-HALE
Pao Iﬁ i _
28
| I
405-1
FarRT WO. |CONNECTOR| WEIGHT
403-1 W-MALE |63 GRAMS
MATERIAL: UNLESS OTHERWISE
SEE ABOVE SPECIFIED, DIMENSIONS ELECTRON'CS INC
ARE IN INCHES DENVILLE, NEW JERSEY
FINISH: 5 PJE;LEESFAZICEQ% £-Meca.com
SEE ABOVE 3 PLACES: & ==—=—= TITLE
ANGLES * —--- TERMINATION, 50 OHMS,
DRAWN: DATE: TIR: 5 WATTS, TYPE N CONNECTOR
y NT. NO. RAWING NO.
APPROVED: DATE: SCALE: NTS SI[ZE | CODE 1DE 0 D ING NO
APP SHEET: A Q2424 405-1

Thoss apecifications ane propretary to MECA Electronica ing. and ane Maved i atnict conldence and ahall nol 10 be coped, reproduced, of used for manufaclunng o ek withoul permigsion from MECA Electronica .




