ELECTRICAL SPECIFICATIONS

FREQUENCY:
IMPEDANCE (NOM)
VEWR (MAX):

OC - 4,00 GHz
4.00 - 8.00 GHz
8.00-12.40 GHz
1240 - 18.00 GHz

POWER (AVG):

POWER (PEAK):

DC - 18.00 GHz
50 OHMS

1.08:1

1.10:1

1.15:1

1.20:1

1 WATTS @ +25°C
DERATES LINEARLY TO
0 WATTS @ +125°C
1000 WATTS

516" (312) HEX

This document gives only a description of the product(s)
and shall not form part of any conltract.

Please contact a MECA Applications Engineer for the
most current specification drawing,

MECHANICAL SPECIFICATIONS

CONNECTOR:
CONTACT PIN:
INSULATOR:
TEMPERATURE:
WEIGHT:

STAINLESS STEEL . PASSIVATE

BRASE, GOLD PLATE
PTFE, VIRGIN ELECTRICAL GRADE

-55°C TO +85°C

2 GRAMS

LTR

PG

DESCRIPTION

DATE | DR

APP

33 £.05
MATERIAL: UNLESS OTHERWISE
SEE ABOVE EPECIFIED, DIMEMSIONS ARE ELECTRONICS' INC.
IN INCHES DENVILLE, NEW JERSEY
FINIGH: TOLERAMNCES E-MMEca.com
SEE ABOVE S BUACES. 201 TITLE
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