ELECTRICAL SPECIFICATIONS

FREQUENCY:
VSWR (MAX):

IMPEDANCE (NOM):
INPUT POWER (AVG):

POWER (PEAK):
ATTENUATION ACCURACY

SMA-MALE

This document gives only a description of the product(s)

DG - 6.0 GHz
DC - 4.0 GHz : 1.15:1
4.0-6.0 GHz : 1.20:1

50 OHMS

5 WATTS @ +25°C
DERATES LINEARLY TO
1 WATTS @ +125°C

125 WATTS

3, 6dB: £0.30dB

10, 20 dB: + 0.50 dB

A0 dB: +0.75 48

MIHEX

MECHANICAL SPECIFICATIONS

CONMNECTORS:
PIM, FEMALE:
PIN, MALE:
HOUSING:
INSULATORS:
TEMPERATURE:
WEIGHT:

STAINLESS STEEL, PASSIVATE
BERYLLIUM COPPER, GOLD PLATE
BERYLLIUM COPPER, GOLD PLATE
ALUMINUM, BLACK ANODIZE

PTFE. VIRGIN ELECTRICAL GRADE
-55°C TO +85°C

8.5 GRAMS

E1

Dila

and shall not form part of any contract,

Please contact a MECA Applications Engineer for the

most current speciflication drawing.

180 & 06

/— SMA-FEMALE

NOTE: To specify Part Number, insert nominal attenunation value in place of dB, i.e.,

602-10-1 for 10 dB.
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