ELECTRICAL SPECIFICATIONS

FREQUENCY': DC - 6.0 GHz
IMPEDANCE {NOM): 50 OHMS
POWER  (AVGE 2 WATTS @ +25°C
DERATES LINEARLY TO
0O WATTS @ +125°C
POWER  (PEAK) S00WATTS
ATTENUATION FREQUENCY *ATTEMUATION VEWH
WALLIE {GHz) TOLERANCE (M)
i A DC-2.0 20,3 dB 11
2040 0.5 B 12001
4060 +1.048 1351
DC-2.0 #0546 11001
10 - 26 dB 2040 +0.75dB 12001
4060 +1.25dB 1351
nc-2.0 11,048 1261
30 - 40 dB 2.0-4.0 1 548 1351
4.0-6.0 +2 (ol 1.5001
* INCLUDES ALL VARIATIONS (1.E, FREQLENCY
SENSITIITY, TEMPERATURE, ETC.)
SMA-MALE

This document gives only a description of the product(s)
and shall not form part of any conltract.

Please contact a MECA Applications Engineer for the
most current specification drawing.

5M6 (.312) HEX

MECHANICAL SPECIFICATIONS

CONNECTORS:

BODY, COUPLING NUT:

PIN, FEMALE:
PN, BALE:
INSULATORS:
TEMPERATURE

11432 (. 344) HEX

BRASS, ALBALOY
BRASS, ALBALOY
BERYLLIUM COPPER, GOLD PLATE
BERYLLIUM COPPER, GOLD PLATE
PTFE, VIRGIN ELECTRICAL GRADE

-55°C TO +85°C
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NOTE: To specify Part Number, insert nominal atteniation valve in place of dB.
Fxample: 662-10-1 for 10 J8.

LTR |PG

DESCRIPTION

DATE

DR

APP

MATERIAL: UNLESS OTHERWISE
SEE ABOVE SPECIFIED, nm:wsm:usme ELECTRUMCS, INC.
IN INCHES DEMWVILLE, NEW JERSEY
FINISH: TOLERANCES E-Mmeca.com
I PLACES: £.02
SEE ABOVE 3 PLACES: £.005 TITLE
ANGLES: NiA ATTENUATORS, COAXIAL, FIXED,
[ORAWN: DATE: TIR: NiA 50 OHMS, 2 WATT, TYPE SMA
reRoTEs— e SCALE: NTS SIZE |CODE IDENT. NO, DRAWING NO,
SHEET: 1 OF 1 A 22424 662-dB-1

Thoss apecifications ane propretary o MECA Electronica inc. and ane Maved 0 atnict confdence and ahall nol 10 be copesd, reproduced, of used for manufaclunng o sk withoul parmigsion from MECA Electronica .




