ELECTRICAL SPECIFICATIONS

MECHANICAL SPECIFICATIONS

FREQUENCY : Hz - 3.0 GHz CONMECTORS: BRASS, NICKEL-PLATE
VEWR (MAX): Hz - 2.0 GHz: 1.20:1 PIN, FEMALE: BERYLLILM COPPER, GOLD PLATE
2.0-3.0GHz: 1.30:1 PIM, MALE: BRASS, GOLD PLATE
IMPEDANCE (MOM): 50 OHMS HOUSING: ALUMINUM, BLACK ANODIZE
INPUT POWER (AVG): 100 WATTS @ +25°C INSULATORS: PTFE, VIRGIN ELECTRICAL GRADE
DERATES LINEARLY TO TEMPERATURE: -B5°C TO +85°C
50 WATTS @ +70°C WEIGHT: 35ibs
POWER (PEAK): 1000 WATTS
(1 USEC PULSE, 10% DUTY CYCLE)
ATTENUATION VALUE: 3,6, 10, 20, 30 & 40 0B
ATTEMUATION ACCURACY: Hz - 2.0 GHz : + 0.30 dB
20-30GHz: 050 dB
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NOTE: To specify part number, insert nominal value in place of dB, i.e., 690-10-1 for 10 dB
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