ELECTRICAL SPECIFICATIONS

FREQUENCY RANGE (GHz):

IMPEDANGE (NOMINAL):

VSWR: INPUT:
OUTPUT:

INSERTION LOSS (dB):

AMPLITUDE BALANCE (MAX):

ISOLATION (dB):

PHASE BALANCE (MAX):

RF POWER (TOTAL MAX):

* (AS DIVIDER ONLY)

*NOTE: SEE APPLICATION NOTE

0.700-2.700

50 Ohms

11001 TYP/1.25:1 MAX
11001 TYPI1.20:1 MAX
0.40 TYP/.50 MAX
0.2dB

27 TYPIZ2Z MIN

3 DEGREES

40WATTS INPUT WITH LOAD
VEWR 1.2:1 OR BETTER

MAP-B01 (WWW.E-MECA.COM)

N-FEMALE,
3 FLACES

T4 TYP

MECHANICAL SPECIFICATIONS

CONNECTORS: N-FEMALE, BRASS, ALBALOY PLATE
CONMECTOR PINS: BERYLLIUM COPPER, GOLD PLATE
HOUSING: ALUMINUM, YELLOW IRIDITE, RoHS COMPLIANT
INSULATORS: PTFE, VIRGIN ELECTRICAL GRADE
TEMPERATURE: -55°C TO +85°C
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