ELECTRICAL SPECIFICATIONS

FREQUENCY RANGE (GHz): 0.380-0.800 0.800-0.960

IMPEDANCE (NOMINAL): 50 OHMS

VSWR: INPUT: 1.20:1 TYP/1.25:1 MAX 1.50:1 TYP/2.30:1 MAX
OUTPUT: 1.10:1 TYP/1.15:1 MAX 1.30:1 TYP/1.35:1 MAX

INSERTION LOSS (dB): 0.3 TYP/0.4 MAX 0.75 TYP/1.0 MAX

AMPLITUDE BALANCE (MAX):  0.2dB 0.5dB
ISOLATION (dB): 27 TYP/22 MIN 18 TYP/13 MIN
PHASE BALANCE (MAX): 3 DEGREES

RF POWER (TOTAL MAX): 40 WATTS INPUT WITH LOAD

MECHANICAL SPECIFICATIONS

CONNECTORS:
CONNECTOR PINS:

CONNECTOR INTERFACE TORQUE:

HOUSING:
INSULATORS:
TEMPERATURE:
WEIGHT (NOMINALY):

N-FEMALE, BRASS, ALBALOY PLATE
BERYLLIUM COPPER, GOLD PLATE

12 £ 1 IN-LBS

ALUMINUM, RoHS COMPLIANT CHEMICAL FILM

PTFE

-565°C TO +85°C

11.00Z
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These specifications are proprietary to MECA Electronics Inc. and are issued in strict confidence and shall not to be copied, reproduced, or used for manufacturing or sale without permission from MECA Electronics inc.



