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MECHANICAL SPECIFICATIONS

CONNECTOR NUT

Brass, Albaloy Plate

CONTACT PIN

Brass, Gold Plate

HOUSING

Brass, Albaloy Plate

INSULATORS

PTFE Virgin Electrical Grade

TEMPERATURE

-55°C o +85°C

LENGTH

0.9%9in

DIAMETER

0.82 in

WEIGHT

130z

ELECTRICAL SPECIFICATIONS

F

requency
(GHz)

VSWR
(Max)

Average Power 1
(W)

Peak Power 2

DC-3.0

See Table

1000

VSWR

MODEL No.

FREQUENCY (GHz)

DC -1

1-3

TH1-3

1.05:1

1.10:1

TN1-6

1.05:1

1.10:1

1.1001

TN1-18

1.05:1

1.10:1

1.10:1

1.20:1

3-6 |6-12 |12-18

1.30:1
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Convenient Electrical Conversions
VSWR 1,051 | 1101 | 1151 | 12001 | 1251 | 1.30:1 | 1.351 | 14011 | 1.50:1 | 2.00:1
Return Loss (-dB) 32256 | 26.444 | 23127 | 20828 | 19.085 | 17692 | 16.540 | 15.563 | 13.979 | 9.542
Voltage Reflection Coeff. | 0.024 0.048 0.070 0.091 0.111 0.130 0.149 0.167 0.200 0.333
Match Efficiency (%) 9994 | 9997 | 9951 | 9917 | 9877 | 9830 | 97.78 | 9722 | 96.00 | 8889
Mismatch Loss (-dB) 0.003 0.010 0.021 0.036 0.054 0.075 0.097 0.122 0177 0.512

Notes:

1. Average power at 25°C derated linearly to 0 Watt at +125°C

2. 5 pSec pulse, 0.05% duty cycle.

3. 50 ohms nominal impedance is standard.
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