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BAS OOBE Filter for AWS Band 
BAS OOBE Filter: Single & Double Unit  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

         
 

 
 
 
 

Passband Frequency Range 
TX: 2110~2180MHz 

RX: 1710~1780MHz 

TX Insertion loss 

2110.0~2110.25: 4.0dB Typical 

2110.25~2110.5: 2.5dB Typical 

2110.5~2111.0: 1.6dB Typical 

2111.0~2115.0: 1.0dB Typical 

2115.0~2180.0: 0.5dB Typical 

RX Insertion loss 1710~1780: 0.3dB Typical 

Return loss 

TX: 2110~2111: 14dB Min. 

TX: 2111~2175: 16dB Min. 

TX: 2175~2180: 14dB Min. 

RX: 1710~1780: 16dB Min. 

Atten. @2097.5~2109.5MHz 40dB Typical 

Atten. @2110.5MHz 1dB Typical 

Group Delay 

2110.25: 800ns 

2110.50: 550ns 

2111.00: 350ns 

Coupling 40±2dB 

Max. Input Power (RMS) 120W 

Max. Input Power (PEP) 1.2KW 

PIMD (3rd, 43dBm/Tone) -100dBm Max. 

Impedance 50Ω 
 

Operating Temp. Range (°C) -40 to +65 

Ingress Protection IP67 

Lightning Protection 10 kA, 8/20μs 
 

Ordering Information 
 
Model Number                 Part Number       Description  

  BAS OOBE Filter (Single/1IN1OUT)   KFTDRAW74001     Single Unit, BAS OOBE Filter 

  BAS OOBE Filter (Double/2IN2OUT)  KFTDRAW74002     Double Unit, BAS OOBE Filter 

Dimension (mm) 314.0 x 227.0 x 58.3 

Dimension (inch) 12.4 x 8.9 x 2.3 

Weight w/ BKT Kg(lbs.) 7.0 (15.4) 

Connector (IN / OUT) DIN (7/16)-J 

Connector (MONITOR) N-J 
 

Dimension (mm) 314.0 x 227.0 x 123.6 

Dimension (inch) 12.4 x 8.9 x 4.9 

Weight w/ BKT Kg(lbs.) 14.0 (30.9) 

Connector (IN / OUT) DIN (7/16)-J 

Connector (MONITOR) N-J 
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Electrical Specification 
 

Environmental 
 

Mechanical (Single / 1IN 1OUT) 
 

Mechanical (Double / 2IN 2OUT) 
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BAS OOBE Filter for AWS Band 
BAS OOBE Filter: Single & Double Unit  

 
 
 
 

[Single Structure] 

 
 

[Double Structure] 

  

Drawings 
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