
1.0     GENERAL NOTES
          1.1       ALL IMPERIAL DIMENSIONS ARE IN BRACKETS [X.XX]
          1.2       FEATURES CRITICAL TO QUALITY ARE INDICATED IN ROUNDED BOX X.X
2.0     DESIGN NOTES
3.0     MANUFACTURING/SPECIAL REQUIREMENTS 
          3.1       BREAK SHARP EDGES AND DEBURR FOR SAFE HANDLING
4.0     TEST 
5.0     PACKAGING
          5.1       PACKAGING SHALL MEET COMMSCOPE REQUIRMENTS PER DOCUMENT IS-PL-3005
          5.2       ITEM 3 & 4 & 8 & 9 ARE PACKED IN POLY BAG
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SURFACE AREA 323333.551
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COMPONENT PART NUMBERS PROVIDED FOR ASSEMBLY PURPOSES;
INDIVIDUAL COMPONENTS MAY BE SHIPPED AS PARTS WITHIN AN INCLUDED KIT.

ITEM PART NO. DESCRIPTION QTY. NOTE NO.
1 460201542 CABLE GUIDE KIT FROM ALLFASTENER 1
2 MTC4602-1000-00 SAFETY CABLE GUIDE ANGLE BRACKET 1
3 GB-04145 1/2" X 1-1/2" GALV BOLT KIT 1 PACKED IN PB6X6
4 GWF-04 1/2" GALV FLAT WASHER 1 PACKED IN PB6X6
5 MTC397531 BACK BRACKET, SM-U2080LD 1
6 MTC397532 FRONT BRACKET, SM-U2080LD 1
7 MT37916 1/2" X 16" GALV THREADED ROD 2
8 GN-04 1/2" GALV HEX NUT 6 PACKED IN PB6X6
9 GWL-04 1/2" GALV LOCK WASHER 4 PACKED IN PB6X6
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MTC4602-1000-00

460201542

MTC4602-1000-00

MTC397532
GWF-04

GB-04145

GN-04

GWL-04

PIPE
(ROUND FOR 38.1[1.50]~203.2[8.00] IN DIAMETER
FOR 90 DEGREE ANGLES UP TO 152.4[6.00]
FOR 60 DEGREE ANGLES UP TO 203.2[8.00])

STEP 1: LOOSEN THE BOLT KITS IN CABLE GUIDE KIT (460201542) TO 
               ATTACH CABLE GUIDE ANGLE BRACKET (MTC4602-1000-00)

STEP 2: ATTACH FRONT BRACKET (MTC397532) TO CABLE GUIDE ANGLE BRACKET (MTC4602-1000-00) 
               USING BOLT KIT (GB-04145) AND FLAT WASHER (GWL-04)  

STEP 3: TIGHTEN THE HEX NUTS (GN-04) AND FLAT WASHERS (GWL-04) TO 
               ATTACH THE PIPE
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