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TOLERANCES UNLESS OTHERWISE STATED
Tomo PG w02 [AGUAR st NOTES:
TERMINAL CAP OPERATING FREQUENCIES 1. SAMPLES MUST BE APPROVED BY

M6 x 0.75 MOUNTING BOSS
NICKEL PLATED. LOCATED
UNDER BLANKING CAP

SP8-0741

ADHESIVE PAD
SR7-358
PRODUCT LABEL
AND CONDUCTIVE
PAD ON UNDERSIDE

COVER MOULDED IN IMPACT
RESISTANT UV LIGHT STABLE ABS

©2.8 COAX CABLE 330mm
LONG (GPS)
FME(f) TO FME(m) UNDER HSS

SHAKEPROOF WASHER
(SF3-0026) AND

SPLIT NUT SF2-0016)
(SUPPLIED LOOSE)

M18 x 1 CAPTIVE
NUT NICKEL PLATEII?

BASE PLATE/MOUNTING BUSH,
PRESSURE DIE CAST ALUMINIUM
ALLOY WITH CORROSION PROTECTION

® 2.8 COAX CABLE 270mm
LONG (WLAN) SMA (f) TO SMA
(m) UNDER HSS

CELL: 700-4200MHz
WIFI: 2.4/5.0/7.1GHz
GPS: 1562 - 1612MHz 26dB LNA

¢ 2.8 COAX CABLE 300mm LONG
(2G/3G/4G)

SMA(m) TO SMA(f) UNDER HSS

1

17

LONG (WHIP)
FME(m)

PANORAMA ANTENNAS Q.C. BEFORE
COMMENCING PRODUCTION.

2. ALL MATERIALS SUPPLIED MUST BE
RoHS3 (DIRECTIVE (EU) 2015/863)
COMPLIANT AND MUST NOT CONTAIN
ANY SUBSTANCES OF VERY HIGH
CONCERN (SVHCs) LISTED UNDER
REACH OR POLY-AROMATIC
HYDROCARBONS (PAHSs), OR
PERSISTENT ORGANIC POLLUTANTS
(POPs) CONTROLLED BY THE
STOCKHOLM CONVENTION.

CONNECTED CABLES IN ORDER:

C29FRZH-FP-5T

CS29 FRZH CABLE, 5m LONG,
BLACK CABLE WRAP, WHITE TEXT
GPS/GNSS AT EACH ENDS

C32SJ-5T

CS32 CABLE, 5m LONG,

YELLOW CABLE WRAP, BLACK TEXT
CELL AT EACH ENDS

C32SP-5T

CS32 CABLE, 5m LONG,

RED CABLE WRAP, WHITE TEXT
WIFI AT EACH ENDS

@ 2.8 COAX CABLE 360mm

PRODUCT/ASSEMBLY
1019 - VEHICLE LOW

DESCRIPTION

SHARKFIN GPSB5G ANT. GPS/GNSS +
4G/5G + WIFI - 5m FTD. EXT. CABLES

PROFILES
MATERIAL
N/A
FINISH N/A
ISO VIEW PRODUCTION ISSUE
SCALE 1:4 01019 1 19/06/2023| RK
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| DIMENSIONS
IN mm
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PCN REV. DESCRIPTION
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