Introduction:

The Transtector ALPU-PTP-M is a solid state high-current high-speed data protection system ideal for 10/1000BT
Gigabit communication networks. The ALPU-PTP-M is compatible for Motorola PTP Radios. When considering

the need for lightning protection equipment, most fixed point to point radio manufacturers require the installation to
include lightning protection equipment in accordance with their warranty and installation recommendations. A typical

installation should include two Lightning Protection Units, one installed on the wall, tower or mast adjacent to the
radio and one installed at the cable entry point of the building in which the network resides. To minimize

the possibility of lightning damage, it is recommended that each PTP radio be fitted with an ALPU-PTP-M

to protect from damage and the associated costs of replacing damaged radios and other connected equipment.

General Description:

The Transtector ALPU-PTP-M is ideal for protecting high speed 10/1000BT communications networks. The protection
circuits utilize silicon avalanche diode technology. The protection circuit board is housed in an aluminum enclosure.
The enclosure is an outdoor qualified NEMA 3R type with versatile mounting flanges. The ALPU-PTP-M features
RJ45 protection circuits for gigabit Ethernet data (pins 1,2 & 3,6 & 4,5 & 7,8). The unit is intended to be wall mounted
with an optional bracket available to allow a wide range of pole mount configurations. A dedicated ground point on the
housing must be bonded to the nearest grounding system (or Master Ground bar) for proper surge protection
functionality. The system wiring is installed with RJ-45 type connectors that can install directly into the chassis
without having to cut or splice or route through awkward strain relief holes. The enclosure includes a built in

cable retention feature for improved cable management using screw down clamps. In the unlikely event of

surge protection self sacrifice, the protection elements will fail short to disrupt communication.

Electrical:

Connector Style: RJ45 Cat5 shielded 100 ohm

Data Rate: 1000 Mb/s

Maximum Continuous Operating Voltage(MCOV): 92 Vdc
If installed in a Hazardous Location; MCOV = 85 Vdc
Protected Pins: (1,2) (3,6) (4,5) & (7,8) pass through
Impedance: 85 to 115 ohms

Surge Suppression: 134 Vpeak @ 100 A, 10/1000 ms
Suppression Response Time: < 5 ns

Peak Surge Current: 100A @10/1000uS

Nominal Live Current: 1 Amp

Capacitance: <15pF

Environmental:
Operating/Storage Temperature: -40°C to +75°C
Relative Humidity: 95% (non-condensing)

Mechanical:
Weight: 0.8 Ibs (0.36 kg)
Product Material: Die-Cast Aluminum

Applicable Industry Standards:
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Figure 1: Hazardous Locations
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