REVISIONS
REV. DESCRIPTION ECN DATE APPROVED
G REFER TO ECN 13175 4/22/15 EJD
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HARDWARE KIT INCLUDES:
QTY DESCRIPTION : g %

1 O-RING 114 EPDM

2 WASHER 10 INT 4-10 SS @

1 NUT 10-32 HEX 18-8 SS

1 SCREW 10-32x.75 HEX MS 18-8 SS <—1.19[30.2]—>

~———2.25[57.2] ————=
—{ 1.00[25.3] (=
MAXIMUM CHARACTERISTICS T SURGE SIDE
MALE N CONN\
APPLICATION: .64[ 16.3]
FOR TWO WAY RADIO AND SCADA APPLICATIONS &
NON-WEATHERIZED, BULKHEAD MOUNT —
SURGE: L 1 5 =
20kA IEC 61000-4-5 8/20pys WAVEFORM MULTIPLE [ [
TURN-ON: @ @ {]: | G A"TE""A AN
600VdC i_zocyo | [S-BSOLN-CO-IMA |
;%RN;OF;J\”AE: ‘ CE€ "'“'" ‘ 2.50[63.5]
.ONs 10r ns I 2ICISEN
FREQUENCY RANGE: ! M, YY !
10MHz to 1GHz D) ) { )
VSWR: \ \ [ ]
<1.1to 1 OVER FREQUENCY RANGE
INSERTION LOSS:
<0.1dB OVER FREQUENCY RANGE PROTECTED SIDE
MAX POWER: FEMALE N CONN
1.5kW @ 10 to 50MHz
375W @ 50 to 220MHz
125W @ 220 to 700MHz
50W @ 700 to 1000MHz
THROUGHPUT ENERGY: CUSTOMER APPROVAL: DATE:
<3.5mJ @ 3kA 8/20us WAVEFORM
TEMPERATURE: ALL DIMENSIONS SHOWN ARE FOR REFERENCE ONLY.
STORAGE: -55°C to +85°C UNLESS OTHERWISE SPECIFIED_ ~ [DRAWN DATE SHEET oF
OPERAT'NG _5OOC tO +50°C DIMENSIONS IN[] ARE MILLIMETERS JC 3/4/96 1 1
VIBRATION: TOLERANCES: O O usse Ir scaLe
TG op 0 2002 e me o e 02 1:1
CE COMPLIANT WS R e ey 1 BROADBAND 10MHz TO 1GHz
RoHS COMPLIANT ESEE?U%?::;R::R:;ZZ;L;:'GHTS S RM | s55108 N FEM BLKH
CUSTOMER SPECIFICATION
THESE COMMODITIES, TECHNOLOGY OR SOFTWARE WERE EXPORTED FROM THE UNITED STATES IN ACCORDANCE @ - ‘Q’ POCUMENTNAE SIZE | CACE FrRODEAT PART NULBER REY
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