ALL DESIGN, DPERATIVE AND PROCESS DATA PERTAINING
TO THE ARTICLE SHOWN ON THIS SHEET IS THE PROPERTY
OF POLYPHASER CORPORATION. THE INFORMATION
IS NOT TO BE COPIED, REPRODUCED, REVEALED TO
OR APPROPRIATED BY OTHERS WITHOUT THE EXPRESS
WRITTEN CONSENT OF POLYPHASER CORPORATION.

These Commodities, or technology are

exported from the U.S. in accordance with

the Export Administration Regulations. Diversion
contrary to U.S. law prohibited.
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1089 10/1000:s 100A
+65°C STORAGE /OPERATING
AWG,

0,114 TO 0,225 INCH W/ SMALL GROMMET
0.250 TO 0.350 INCH W/ LARGE GROMMET

PANEL MOURNT.
WEATHERIZED AFTER PROPER INSTALLATION OF
GROMMETS AND TORQUING OF LID.

MEETS BELLCORE $#TA-NWT-0004B7 PROCEDURE 4.11%,
WIND DRIVEN RAIN (7OMPH) RAIN INTRUSION TEST.

NOTES:
1. TORQUE 4X M4-20mm LID SCREWS TO 11lbf—in MINIMUM.

2. ENSURE THAT ALL GROMMETS ARE PROPERLY SEATED FOR ENVIRONMENTAL SPECIFICATIONS.
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ALL DIMENSIONS SHOWN ABOVE ARE FOR REFERENCE ONLY.

P.0. BOX 9000 MINDEN, NV 86423 TEL: 775-782-2511  FAX: 775-782-4476
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ELEC ENGINEER DATE

L. CHANG | 06/15/06
MARKETING DATE
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These Commodities, or technology are 
exported from the U.S. in accordance with 
the Export Administration Regulations. Diversion 
contrary to U.S. law prohibited.




