MAXIMUM CHARACTERISTICS

APPLICATION:

BULKHEAD MOUNT

REPLACEABLE TRANSIENT ELEMENTS
BIDIRECTIONAL OPERATION

WEATHER PROOF WHEN INSTALLED

50q IMPEDANCE

FREQUENCY RANGE:

698MHz TO 2.7GHz RF

dc TO 2.5MHz TELEMETRY (AISG)

MAX AVG. RF POWER:

1kW @ 920MHz

INSERTION LOSS:

698MHz TO 2.7GHz @ <0.1dB

2.176 MHz @ <0.1dB

RETURN LOSS:

698MHz TO 2.7GHz @ >20dB

2.176 MHz @ > -17dB

NOMINAL DC POWER

fl60vdc, 10A MAX

MAXIMUM CONTINUOUS DC POWER:
f100vdc 10A MAX

USER VOLTAGE:

fl60vdc

DC CURRENT:

6A

DC RESISTANCE:

00.02¢{ (CENTER PIN + SHIELD RESISTANCE)
THROUGHPUT ENERGY:

<25mJ 2kA IEC 61000-4-5 8/200s WAVEFORM
MAX THROUGHPUT VOLTAGE:

<500V 2kA |EC 61000-4-5 8/200s WAVEFORM
MAX SURGE: )

20KA IEC 61000-4-5 8/200s WAVEFORM (MULTIPLE)
PIM 3rd ORDER:

<-155dBc 2 X 20W

CENTER PIN CONTACTS FINISH:

TRI-M3E PLATING

HOUSING MATERIAL:

TRI-M3E PLATING OVER BRASS
INSULATOR MATERIAL:

TEFLON, TYPE 1, GRADE 1, CLASS A COMPLIES
WITH ASTM-D-1710

ENVIRONMENTAL:

MEETS IEC 60529 IP67 WHEN CONNECTED
MEETS BELLCORE #TA-NWT-000487
PROCEDURE 4.11, WIND DRIVEN 120 MPH
RAIN INTRUSION TEST
STORAGE/OPERATING TEMPERATURE:
-50AC TO +85AC

HUMIDITY:

095%, NON-CONDENSING, 100% EXTERNAL

FOR GAS TUBE REPLACEMENTS ORDER P/N RGT-KIT-01

FEMALE DIN

CONNECTOR
(M29 X 1.5)

1.94[49.1]

REVISIONS

REV. DESCRIPTION ECN DATE

APPROVED

H REFER TO ECN 13045 1/16/15

EJD

.83[21.0]

HARDWARE KIT INCLUDES:

QTY DESCRIPTION
1 NUT M29 X 1.5 SST DIN
1 WASHER 1.15ID FLAT SST TYPE 304

O-RING 026 SILICONE

THESE COMMODITIES, TECHNOLOGY OR
SOFTWARE WERE EXPORTED FROM THE

UNITED STATES IN ACCORDANCE WITH THE
EXPORT ADMINISTRATION REGULATIONS.
DIVERSION CONTRARY TO U.S. LAW PROHIBITED.
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