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ELECTRICAL SPECIFICATION COMMENT

Minimum Return Loss (VSWR) -28dB (1.08) 0-2 GHz As per Anatel 75
-25dB (1.12) 2-3 GHz

3 order IMD -160 dBc minimum, dynamic As per IEC 62037-2, -3

*ALL LASER WELDED JUMPERS ARE 100% RL & PIM TESTED.
RESULTS AVAILABLE AT http://www.jmawireless.com/technical-support/performance-results-portal

MECHANICAL SPECIFICATION COMMENT

Operating Temperature -55°C to +85°C
Storage Temperature -55°C to +85°C
Interface Moisture No leakage, mated or unmated > 1.0 Bar ANSI/SCTE 60
Corrosion Resistance 1000 Hours ASTM B117
H.A.L.T. 40 Hours
SEALS OFFERED PORT SEAL
INCLUDED
oM WPS-DF
DR WPS-DF
NM WPS-NF
MM WPS-MDF
12 %" ANNULAR Jumper Length:
am WPS-aF 2" Minimum
128 4" SUPERFLEX 100' Maximum
WPS1 WPS2 PIGTAIL LENGTH METER
CONNECTOR 1 CONNECTOR 2
| | T
IF (W)(1}15 PRESENT, COMPRESSION
DM DIN MALE CONNECTOR INCLUDED WITH WPS
DF DIN FEMALE ALL PIGTAILS ARE MADE AS 2X SIZE
NEEDED, PIM & RETURN LOSS TESTED
DR DINRIGHT ANGLE AND THEN CUT IN HALF

NM N MALE

NF N FEMALE

NR N RIGHT ANGLE

MM 4.1-9.5 DINMALE

MR 4.1-9.5 RIGHT ANGLE
am 4.3-10MALE
aF 4.3-10FEMALE

aRT 4.3-10RIGHT ANGLE MALE

Jumper Part Number & Description Samples

LDMWDMW-12S-25 Jumper, DIN Male, JMA superflex cable 25 foot, WPS

LDMDM-12-10 Jumper, DIN Male, JMA cable 10 foot
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