
NP Series 

Non-Penetrating Mount 

The NP will ship unassembled and broken 

down either on a skid or in a box. Each NP 

includes the mounting tripod in addition to 

whichever size mast the part number dictates. 

The tray will be boxed separately from the 

tripod and mast. 

The tray can accept 6 standard CMU concrete 

blocks (8" x 8" x 16") seated directly on the 

tray. More blocks can be added if desired. 

Galvanized steel is used for tray and hardware 

is galvanized zinc plated. 

Mast is made from heavy duty, pre-galvanized 

18-gauge mechanical tubing.

SKU: NP (L-OD) 

Tray Dimension: 28" x 36" x 1.5" 

Description Part No. 

NP-60-125 Non penetrating mount - 60" L x 1.25" OD mast 
NP-30-166 Non penetrating mount - 30" L x 1.66" OD mast 
NP-60-200 Non penetrating mount - 53" L x 2.00" OD mast 

NP-72-200 Non penetrating mount - 72" L x 2.00" OD mast 
NP-94-200 Non penetrating mount - 94" L x 2.00" OD mast 
Optional Rubber 

MAT-3842 Rubber Mat for roof 38" X 42" X 1/8" (3mm) 

Weight 

19.75 lbs 
18.5 lbs 
20.75 lbs 
22.5 lbs 
241bs 

7.5 lbs 

These non-penetrating mounts are considered a "non-engineered" product and are not 

specifically rated for certain wind loads or loading capacity. Each installation is unique and 

should be performed by a professional installer familiar with local conditions and building code. 

When necessary, a local structural engineer should be consulted. 

James.Emory
Stamp


