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8MM HEX �8MM FLATS 

SPECIFICATIONS: 

IMPEDANCE: 50 Ohms 
FREQUENCY RANGE: 0-6 GHz 
3rd ORDER IM: :S:-155d8c (RELATIVE TO CARRIER) 
3rd ORDER IM TEST METHOD: 2x43d8m CARRIERS 
COMPLIANCE: IP68 WHEN MATED 

NOTE: BOTH CONNECTORS WILL HAVE PROTECTIVE CAPS ON 

4 CBL FSJ1 50A 1 17 4" COAXIAL CABLE BLACK 
3 THT-64-427-3 1 BRADY LABEL VINYL 
2 ST-P0375A-K 2 HEAT SHRINK TUBING BLACK 
1 RSA 3500 HPL 1 SMA MALE CONNECTOR CuSnZn 

I# PART NUMBER QT'!' DESCRIPTION FINISH 

PART N O. 
P2RFC-2427-XX 

REV I DESCRIPTION IDWNI DATE I APPROVED 
- ENGINEERING RELEASE I CZ 111/05/241 JDMc 
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PIM TRACKER SERIAL # _/ 
8MM FLATS-'_/ 8MM HEX 

PIM MEASUREMENT VALUE 

STANDARD CABLE LENGTHS ["L'']: 

11-1["L1 LENGTH IN INCHES 

CONFIGURATION ID 

. CABLE ASSEMBLY DESIGNATOR 

-12 [1 FOOT] 
-24 [2 FEEf] 
-36 [3 FEET] 
-48 [4 FEET] 
-60 [5 FEET] 
-72 [6 FEET] 

CUSTOMER All PIM TESTED CABLE ASSEMBLIES 
OUTUNE DRAWING DATA CAN BE FOUND ON OUR 

WEB PAGE RFINDUSTRIES.COM 
All DIMENSIONS USING THE SERIAL NUMBER INSIDE 

ARE REFERENCE ONLY OUR PIM TRACKER DATA BASE 

UNLESS OTHERWISE SPECIFIED: PROPRIErARY AND CONFIDENTIAL 
DIMENSIONS ARE IN INCHES THIS DRA \JING CONTAINS 

AND [MIWMETERS] INFORMATION PROPRIETARY TO 
DRAWN RF INDUSTRIES, ANY 

UNAUTHORIZED USE OF THIS 
C. ZUNIGA 11/05/24 DRA \JING IS EXPRESSLY 
CHECKED PROHIBITED \JITHOUT \JRITTEN 

PERMISSION FROM RF 
INDUSTRIES, ANY VIOLATION IS 

ORJ DRAWN PUNISHABLE UNDER U,S, 
C. ZUNIGA 11/05/24 COPYRIGHT LA \JS, 

FOR CUSTOM LENGTHS REPLACE XX 
FOR NUMBER OF INCHES 

U:lt� 
RFINDUSTRIES.COM 
(858) 549-6340 
RFIORFINDUSTRIES.COM 
SAN DIEGO, CALIFORNIA 

SMA MALE TO SMA MALE 
PIM RATED - 1/4" SUPERFLEX CABLE ASSEMBLY 
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800.949.7079 sales@talleycom.com Order online today at www.talleycom.com


