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PART NO.

P2RFC-4961-XX

DESCRIPTION

800.949.7079 sales@talleycom.com Order online today at www.talleycom.com

SPECIFICATIONS:

IMPEDANCE: 50 Ohms

FREQUENCY RANGE: 0—6 GHz
3rd ORDER IM: <—160 dBc (RELATIVE TO CARRIER)
3rd ORDER IM TEST METHOD: 2x43 dBm CARRIERS

NOTE: BOTH CONNECTORS WILL HAVE PROTECTIVE CAPS ON
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16mm HEX

STANDARD CABLE LENGTHS ["L"]:
-12 [1 FooT]
—24 [2 FEET]
-36 [3 FEET]
—48 [4 FEET]
-60 [5 FEET]
-72 [6 FEET]

FOR CUSTOM LENGTHS REPLACE XX
FOR NUMBER OF INCHES

CUSTOMER
OUTLINE DRAWING

ALL DIMENSIONS
ARE REFERENCE ONLY

ALL PIM TESTED CABLE ASSEMBLIES
DATA CAN BE FOUND ON OUR
WEB PAGE RFINDUSTRIES.COM

USING THE SERIAL NUMBER INSIDE
OUR PIM TRACKER DATA BASE

RFINDUSTRIES.COM
(858) 549-6340
RFI@RFINDUSTRIES.COM
SAN DIEGO, CALIFORNIA

COmMMECIIrsS

DIMENSIONS ARE IN INCHES

UNLESS OTHERWISE SPECIFIED:

PROPRIETARY AND CONFIDENTIAL
THIS DRAWING CONTAINS

4.3/10 MALE TO 2.2/5 MALE
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