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SPECIFICATIONS:

IMPEDANCE: 50 Ohms
FREQUENCY RANGE: 0—12.4 GHz
INSERTION LOSS(dB): 0.04 x Vf(GHz)
VSWR: 1.15 + .03 x Vf(GHz)

WORKING VOLTAGE: 500 V rms Max. @ Sea Level

INSULATION RESISTANCE: 5k M Ohms min.
TEMPERATURE RANGE: —65°C TO 85°C
FOR RG—55, 55A, 55B, 142,

142A, 1428, 223 & 400/U,
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RECOMMENDED STRIPPING DIMENSIONS

NOTE: ATTACH CABLE TO CONNECTOR BY
SOLDERING THE CABLE INNER CONDUCTOR
TO THE PIN SLOT INSIDE THE CONNECTOR
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RGOHS)

ICOMPLIANTy

TALLEY

ALPHA 9055, 90558, 9223, BELDEN 8219, 83242, 84142 CUSTOMER
OUTUINE DRAWING

S [COUPLING NUT T [BRASS NICKEL ARE FERERENGE ONLY
8 [END CAP T [BRASS NICKEL
7 [GASKET 7[ST RUBBER RED UNLBSS OTHERWISE SPECIFED:
6 |FERRULE 1 |BRASS NICKEL DIMENSIONS ARE IN INCHES
5 |RETAINING RING T ]Be.Cu. NATURAL AND. [MILLINETERS]
Z [FERRULE STUD 1 o
3 iPIN 1 3322? EIC?SJEL C.ZWIGA | 09/24/25
2 [INSULATOR 1 [PTFE NATURAL CHEKED
71B0DY T IBRASS NICKEL S

DESCRIPTION MATERIAL FINISH C. ZURIGA 04/15/99

PROPRIETARY AND CONFIDENTIAL

THIS DRAWING CONTAINS
INFORMATION PROPRIETARY TO
RF INDUSTRIES, ANY
UNAUTHORIZED USE OF THIS
DRAWING IS EXPRESSLY
PROHIBITED WITHOUT WRITTEN
PERMISSION FROM RF
INDUSTRIES. ANY VIOLATION IS
PUNISHABLE UNDER U.S.
COPYRIGHT LAWS,
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