
75

ELECTRICAL SPECIFICATIONS
Impedance: 50 Ohms

Working voltage rating: 170 VRMS @ sea level
Frequency range: 0-6 GHz

MECHANICAL SPECIFICATIONS
Mating: Snap on coupling

Cabling: Crimp and PCB solder

MMCX
PLATING KEY

N - Nickel
G - Gold

DIELECTRIC KEY
T - Teflon

FIG. 1
RMX-9000-1A,

-1B

FIG. 2
RMX-9010-A,

-1A, -1B

FIG. 4
RMX-9350-1

FIG. 3
RMX-9050-1B
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FIG. 5
RMX-9405-1
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*Available on Special Order
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For a more complete listing of cable groups, please refer to pages 98-100.

A ---- RG-178, 178A, 178B, 196, 196A/U

CABLE GROUPS
B ---- RG-174, 188, 188A, 316/U; Alpha 9174, 9316; Belden 8216, 83269, 83284, 84316;

Times LMR-100A
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A1-0009-XMR
1 gulPpmirC

A U/871-GRrof G G T

B1-0009-XMR B U/471-GRrof G G T

*A-0109-XMR

2 gulPpmirCelgnAthgiR

A U/871-GRrof N G T

A1-0109-XMR A U/871-GRrof G G T

B1-0109-XMR B U/471-GRrof G G T

B1-0509-XMR 3 kcaJpmirC B U/471-GRrof G G T

1-0539-XMR 4 kcaJBCPlacitreV G G T

*1-5049-XMR 5 retpadA kcaJotgulP G G T

CABLE ASSEMBLIES
We now offer custom cable assemblies to fit your specific needs. Contact us regarding assemblies using the
MMCX, MCX, SMP, Reverse Polarity and Reverse Thread connectors as well as 75 ohm BNC and SMB.


