
MODEL NO. SEC-1212

INPUT VOLTAGE (NOMINAL) 120 VAC, 60 Hz
OUTPUT VOLTAGE 13.8 VDC

OUTPUT RIPPLE & NOISE (ON FULL LOAD, PEAK TO PEAK) 150 mV
OUTPUT CURRENT, CONTINUOUS 10 A

CURRENT LIMIT 14 A
COOLING Convection cooled

PROTECTIONS Over current, short circuit and over voltage (Through PWM Controller)
ENVIRONMENTAL TEMPERATURE RANGE 0 - 30°C

AC INPUT Detachable power cord C/W NEMA 5-15P plug 
DC OUTPUT Terminals with tubular hole DIA. 0.2” (5 mm) with set screw

FUSE RATING 5 mm x 20 mm Glass fuse, 125 V or 250 V (Time delay / slow blow), 3 A  
BUSSMANN GDC-3
LITTELFUSE 239003

DIMENSIONS, MM (W x D x H) 185 x 208 x 59.5
DIMENSIONS, INCHES (W x D x H) 7.28 x 8.19 x 2.34

WEIGHT, KG 1.36
WEIGHT, LB 3

SAFETY CERTIFICATION CULUSA Listed, UL60950-1, E179076
EMC CONFORMITY FCC Part 15(B), Class B Digital Device

NOTE: Specifications are subject to change without notice

3 YEAR LIMITED WARRANTY
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CAMERA-READY LOGOTYPE OF THE UL LISTING MARK FOR CANADA AND THE U.S.

These Marks are registered by Underwriters Laboratories Inc.
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The minimum height of the registered trademark symbol shall be 3/64 of
an inch. When the overall diameter of the UL Mark is less than 3/8 of an inch,
the trademark symbol may be omitted if it is not legible to the naked eye.

Please note:
Not all of these elements should be used together with the same UL Mark.
The word “LISTED” would only be used once — either to the right of or
below the UL Mark (as shown).

The font for all letter forms is Helvetica Condensed Black, except for
the trademark symbol , which is Helvetica Condensed Medium.�
No other fonts are acceptable.

RELATIVE DESIGN & PROPORTIONS OF THE UL LISTING MARK FOR CANADA AND THE U.S.

KEY TO DIMENSIONS
UL Mark
A
B
C
D
E
F
G
H

8 units
13 units
14 units
15 units
17 units
20 units
24 units
29 units

“C” and “US”

“LISTED”

P
Q
R

T

34 units
56 units
75 units

201 units

I
J
K
L
M
N
0

30 units
35 units
59 units
85 units
87 units

176 units
216 units

N

P P RJ F C F A F G J

M
O

Q

K
G B

D

HE

I

F

P

P

T

I

P

T

L

200-195S 10M/8/98

12001-SEC-1212-0815

10A

Design Features

- Advanced switch-mode technology
- 	�Reliable power with minimum weight

and size
- 	�Circuit innovations minimize output

voltage ripple and RFI
- 	�Input voltage can be set at 120 VAC or

240 VAC
- 	�UL listed to both USA & Canadian safety

standards

Desktop
Switching  
Power Supply

Model 
SEC-1212
10 Amps

Questions? Visit www.Talleycom.com or contact Talley at 800.949.7079 or Sales@Talleycom.com today.


