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Superior then, Superior now. UHF and Tetra Duplexer
A Norsat Company Norsat Q3220C Series
Q3220C-2 Duplexer, Q-Circuit, Res-Lok, compact, 4 cavity, rack mount, 450-512 MHz

Also referred as: Q3220C*2  ° Compact. duplexer for sitL{ations vyhere rack space is the prime con;ideration .
» Four cavity duplexer provides optimum performance for systems with 5 MHz frequency separation
» Low insertion loss and high isolation achieved with this unit

When rack space is the prime consideration, this 4 cavity very compact duplexer is
ideal. Itis designed to provide optimum performance for systems with 5 MHz
frequency separation operating in the 450-512 MHz frequency band. Typically low
insertion loss and high isolation, characteristic of all Sinclair Q-circuit Res-Lok
duplexers, is achieved with this unit.
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Electrical Specifications

Frequency Range MHz 450 to 512

Input VSWR (max) 1.5:1

Impedance Q 50

Average Power Input (max) w 125

Input Connectors N-Female

Output Connectors N-Female

Frequency separation (min) MHz 5

Insertion loss (max) Tx to Ant dB 0.8

Isolation (min) dB 70

Mechanical Specifications

Width mm (in) 483 (19)

Depth mm (in) 267 (10.5)

Length/ Height mm (in) 89 (3.5)

Weight kg (Ibs) 4.54 (10)

Finish chromate conversion

Actual Shipping weight kg (Ibs) 7.72 (17)

Shipping dimensions mm (in) 178x419x489 (7x16.5x19.25)

Mounting configurations 19 inch rack

Environmental Specifications

Temperature range °C (°F) -40 to +60 (-40 to +140)
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