
PUBLIC SAFETY
ANTENNAS

FLEXI-WHIP ANTENNAS

Amazing flexible whip with memory will bend but will not break 
Tie it in a knot and it will return to its original shape when untied
Eliminate expense of replacement masts and reduce vehicle down
time 
Cut mast anywhere between from 136 MHz to 1 GHz with cutting
chart provided 
Available in NMO Roof Mount, Magnet Mount, or Trunk Lip Mount 

MODEL NUMBER:

ROOF-FT-NITI Roof Mount
MGNT-FT-NITI Magnet Mount
TKLP-FT-NITI Trunk Lip Mount

FREQUENCY RANGE 135 MHz – 1 GHz

BANDWIDTH (MHz) 18 MHz @ 136       90 MHz @ 450     150 MHz @ 850

SWR <2:1

POWER RATING 150 watts

GAIN Unity

PATTERN Omni-directional

MAXIMUM HEIGHT 23" at 136 MHz

MAST MATERIAL Durable black rubber coated Nitinol

MOUNTING STYLE Roof NMO, Magnet, Trunk Lip

CABLE KIT 17 ft. RG-58/U

CONNECTORS  (choose one) PL259, Mini UHF, BNC, TNC, SMA, N
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800.949.7079 
order online today at www.talleycom.com 


