
FiberGuide® – The Industry’s Most Comprehensive Optical Raceway System.

The 2x6 FiberGuide system provides another option to securely route and protect patch cords.
Designed for height-restricted environments, this robust system provides the same support and
system flexibility of the traditional 4x6 system while saving 2 inches of overhead space.  The 2x6
system includes all the standard components of ADC's FiberGuide systems – fittings, a straight
section, a junction, and an Express Exit.

FiberGuide®

2x6 System
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2x6 System Fittings
2" H x 6" W

Description

2x6 downspout (with 2x2 exit)

2x6 horizontal T

2x6 horizontal cross

2x6 90° horizontal elbow

2x6 90° down elbow

2x6 45° horizontal elbow

2x6 45° up elbow (with cover)

2x6 45° down elbow

2x6 to 4x4 adapter

2x6 to 4x6 adapter

2x6 trumpet flare

2x6 end cap

Number of
Junctions

2

3

4

2

2

2

2

2

(1) 2x6, (1) 4x4

(1) 2x6, (1) 4x6

–

–

Yellow System
Catalog Number

FGS-MDSP-G

FGS-MHRT-G

FGS-MHXP-G

FGS-MH9E-G

FGS-MD9E-G

FGS-MH4E-G

FGS-MU4E-G

FGS-MD4E-G

FGS-MDSA-GA

FGS-MDSA-GB

FGS-MTRM-G

FGS-HMEC-G

O r d e r i n g  I n f o r m a t i o n  

Description

Express Exit™ for 2x6 system
Includes base, base cover, mounting hardware, and support bracket

Yellow System
Catalog Number

FGS-MEXP-LP-G

Express Exit 2x6
FGS-MEXP-LP-G

Express Exit™

O r d e r i n g  I n f o r m a t i o n  

Designed for low-ceiling or height-restricted environments, the Express
Exit for the 2x6 FiberGuide® system can be easily secured to the
sidewall of a 2x6 straight section to permanently or temporarily route
jumpers to fiber optic equipment below. The Express Exit 2x6 extends
only 2 inches above the sidewall, yet accommodates up to 150, 3 mm,
or 350, 2 mm patch cords. It includes removable rear cable guides for
additional cable management, and features a 2x2 exit opening. This
Express Exit is designed specifically for the 2x6 FiberGuide system and
should not be used on any other FiberGuide system.
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2x6 System Fittings
2" H x 6" W

2x6 Downspout
FGS-MDSP-G

2x6 Horizontal T
FGS-MHRT-G

2x6 Horizontal Cross
FGS-MHXP-G

2x6 90° Horizontal Elbow
FGS-MH9E-G

2x6 90° Down Elbow
FGS-MD9E-G

2x6 45° Horizontal Elbow
FGS-MH4E-G

2x6 45° Up Elbow
(cover included)
FGS-MU4E-G

2x6 45° Down Elbow
FGS-MD4E-G

2x6 to 4x4 Adapter
FGS-MDSA-GA

2x6 to 4x6 Adapter
FGS-MDSA-GB

2x6 Trumpet Flare
FGS-MTRM-G
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2x6 System Straight Section and Junction
2" H x 6" W

Description

2x6 horizontal straight section, 6' long
2x6 snap-on cover kit for horizontal straight section –
includes six quick knobs with mounting clasps

Yellow System
Catalog Number

FGS-MSHS-G
FGS-MSSC-B/G

2x6 Straight Section
FGS-MSHS-G

Straight Section

O r d e r i n g  I n f o r m a t i o n  

The unique four-channel design of the 2x6 FiberGuide® straight section
allows the system to be attached to the support structure without the
need to cut or drill any holes within the trough.  This ensures that the
fibers will not come in contact with any screw heads or bolts. 

Description

2x6 junction

Yellow System
Catalog Number

FGS-JUNC-G

2x6 Junction
FGS-JUNC-G

Junction

O r d e r i n g  I n f o r m a t i o n  

The one-piece junction employs factory-installed setscrews to assure
strength and durability. No cutting or drilling of the components 
is required.

2x6 Snap-on Cover Kit
FGS-MSSC-B/G
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2x6 System Support Kits
2" H x 6" W

Description

New threaded rod bracket kit
(XX = size: 1/2", 5/8", 12 mm, 14 mm, 16 mm, 18 mm)

Existing threaded rod bracket kit
(XX = size: 1/2", 5/8", 12 mm, 14 mm, 16 mm)

L bay support bracket kit
Modified new threaded rod bracket kit, 5/8"
Modified existing threaded rod bracket kit, 5/8"
Center support bracket kit allowing FiberGuide system to be 

supported directly over the center of threaded rod
(XX = size: 1/2", 5/8", 12 mm, 14 mm, 16 mm, 20 mm)

Top support C-bracket kit
(XX = size: 1/2", 5/8", 12 mm, 14 mm, 16 mm)

Low-profile top support C-bracket kit 
(XX = size: 1/2", 5/8", 12 mm, 14 mm, 16 mm)

Catalog Number

FGS-HNTR-XX

FGS-HETR-XX

FGS-HLBK
FGS-HNTR-5/8-A
FGS-HETR-5/8-A
FGS-HTUB-XX

FGS-HNTS-XX

FGS-HNTS-XX-LP

L Bay Support Bracket Kit
FGS-HLBK

Custom brackets are available, please contact ADC.

Center Support Bracket Kit
FGS-HTUB-XX

New Threaded Rod 
Bracket Kit 

FGS-HNTR-XX

Existing Threaded Rod 
Bracket Kit 

FGS-HETR-XX

Modified New Threaded 
Rod Bracket Kit 
FGS-HNTR-5/8-A

Modified Existing Threaded 
Rod Bracket Kit
FGS-HETR-5/8-A

Top Support C-Bracket Kit
FGS-HNTS-XX

Low Profile Top Support 
C-Bracket Kit

FGS-HNTS-XX-LP

O r d e r i n g  I n f o r m a t i o n  
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