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4x6 System
Downspouts and Attachments – 4" H x 6" W

ORDERING INFORMATION

Description Part Number

Number of 
Junctions

Yellow System Black System

4x6 downspouts

Downspout Note: If a trumpet flare is required  
use a 4x4 flare (FGS-MTRM-A)

2* FGS-MDSP-B FGSB-MDSP-B

Cover for 4x6 downspout and dual downspout – FGS-MCDS-AB** FGSB-MCDS-AB**

Extended downspout 2 FGS-MDSP-EX-B FGSB-MDSP-EX-B

Cover for 4x6 extended downspout – FGS-MCDS-EX-AB FGSB-MCDS-EX-AB 

Insertable downspout – FGS-MDSP-B/I FGSB-MDSP-B/I

Dual drop downspout 2* FGS-MDSP-2B FGSB-MDSP-2B

Trumpet flare for dual drop downspout  
(kit of 2 FGS-MTRM-A)

– FGS-MTRM-2B FGSB-MTRM-2B

Dual drop downspout with divider 2 FGS-MDSP-2B-IMP FGSB-MDSP-2B-IMP 

Trumpet flare for dual drop downspout with divider (kit of 2) FGS-MTRM-2B-IMP FGSB-MTRM-2B-IMP

Downspout with exit junction FGS-MJWR-A FGSB-MJWR-A

4x4/4x6 downspout insert; converts bottom of downspout to  
2x2 without using 2" to 4" adapter, saving vertical space

FGS-HDSI-AB FGS-HDSI-AB

Trumpet flare; used on both 4x4 and 4x6 downspouts —  
no 4" junction kit required

FGS-MTRM-A FGSB-MTRM-A

4x6 attachments

4x4 square to 2" round adapter with flex tube;  
one 4x4 junction kit (FGS-MJWR-A) required to attach to a downspout drop

5' length 1 FGS-ASRI-5F FGSB-ASRI-5F

10' length 1 FGS-ASRI-10F FGSB-ASRI-10F

15' length 1 FGS-ASRI-15F FGSB-ASRI-15F

4x4 dual 2" flex tube attachment; no 4x4 junction kit required

(2) 5' length – FGS-KT03-A FGSB-KT03-A

(2) 10' length – FGS-KT03-A10F FGSB-KT03-A10F

(2) 15' length – FGS-KT03-A15F FGSB-KT03-A15F 

4x4 single 2" flex tube attachment; no 4x4 junction kit required

5' length – FGS-KT03-A1 FGSB-KT03-A1

10' length – FGS-KT03-A1-10F FGSB-KT03-A1-10F

15' length – FGS-KT03-A1-15F FGSB-KT03-A1-15F 

4x4 quad 2" flex tube attachment; no 4x4 junction kit required

(4) 5' length – FGS-KT03-A4-5F FGSB-KT03-A4-5F

(4) 10' length – FGS-KT03-A4-10F FGSB-KT03-A4-10F

(4) 15' length – FGS-KT03-A4-15F FGSB-KT03-A4-15F 

4x4 quad 7/8" flex tube attachment; no 4x4 junction kit required

(4) 5' length – FGS-KT07-A4-5F FGSB-KT07-A4-5F

(4) 10' length – FGS-KT07-A4-10F FGSB-KT07-A4-10F

(4) 15' length – FGS-KT07-A4-15F FGSB-KT07-A4-15F

*A 4x4 junction is needed to drop to a fitting or a straight section. This drop junction must be a junction type  
FGS-MJWR-A or FGSB-MJWR-A. **Dual downspout requires two covers. Other nonstandard colors available by request.

4x6 downspouts and attachments feed fiber from overhead straight sections into fiber optic equipment 
below. All 4x6 downspouts feature 4-inch exits and attach to the 4-inch x 4-inch attachments listed below.
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