Site Master™ S331E, S332E, S361E, S362E Specifications

Standard Accessories (included with instrument)

Part Number Description
10920-00060 Handheld Instruments Documentation Disc
10580-00252 Site Master User Guide
3-68736 Soft Carrying Case
2300-498 Master Software Tools (MST) CD Disc
2300-530 Anritsu Tool Box with Line Sweep Tools (LST) DVD Disc
633-44 Rechargeable Li-Ion Battery
40-168-R AC-DC Adapter
806-141-R Automotive Cigarette Lighter 12 VDC Adapter

3-2000-1498 USB A/5-pin mini-B Cable, 10 feet/305 cm
11410-00484 Site Master™ S331E, S332E, S361E, S362E Technical Data Sheet

One Year Warranty (Including battery, firmware, and software)
Certificate of Calibration and Conformance

Optional Accessories

Calibration Components, 50 Q

Part Number Description
ICN50B InstaCal™ Calibration Module, 38 dB, 2 MHz to 6.0 GHz, N(m), 50 Q
OSLN50-1 Precision Open/Short/Load, N(m), 42 dB, 6.0 GHz, 50 Q
OSLNF50-1 Precision Open/Short/Load, N(f), 42 dB, 6.0 GHz, 50 Q
2000-1618-R Precision Open/Short/Load, 7/16 DIN(m), DC to 6.0 GHz 50 Q
2000-1619-R Precision Open/Short/Load, 7/16 DIN(f), DC to 6.0 GHz 50 Q
22N50 Open/Short, N(m), DC to 18 GHz, 50 Q
22NF50 Open/Short, N(f), DC to 18 GHz, 50 Q
SM/PL-1 Precision Load, N(m), 42 dB, 6.0 GHz, 50 Q
SM/PLNF-1 Precision Load, N(f), 42 dB, 6.0 GHz, 50 Q
Calibration Components, 75 Q
22N75 Open/Short, N(m), DC to 3 GHz, 75 Q
22NF75 Open/Short, N(f), DC to 3 GHz, 75 Q
26N75A Precision Termination, N(m), DC to 3 GHz, 75 Q
26NF75A Precision Termination, N(f), DC to 3 GHz, 75 Q
12N50-75B Matching Pad, DC to 3 GHz, 50 Q to 75 Q

Phase-Stable Test Port Cables, Armored w/ Reinforced Grip (recommended for cable & antenna line sweep applications)

. 15RNFN50-1.5-R 1.5 m, DC to 6 GHz, N(m) to N(f), 50 Q
15RDFN50-1.5-R 1.5 m, DC to 6 GHz, N(m) to 7/16 DIN(f), 50
/ 15RDN50-1.5-R 1.5m, DC to 6 GHz, N(m) to 7/16 DIN(m), 50
A

15RNFN50-3.0-R 3.0 m, DC to 6 GHz, N(m) to N(f), 50 Q
15RDFN50-3.0-R 3.0 m, DC to 6 GHz, N(m) to 7/16 DIN(f), 50 Q
15RDN50-3.0-R 3.0 m, DC to 6 GHz, N(m) to 7/16 DIN(m), 50 Q

-

InterChangeable Adaptor Phase Stable Test Port Cables, Armored w/Reinforced Grip (recommended for cable and antenna line sweep applications. It
uses the same ruggedized grip as the Reinforced grip series cables. Now you can also change the adaptor interface on the grip to four different connector types)

15RCN50-1.5-R 1.5 m, DC to 6 GHz, N(m), N(f), 7/16 DIN(m), 7/16 DIN(f), 50 Q
15RCN50-3.0-R 3.0 m, DC to 6 GHz, N(m), N(f), 7/16 DIN(m), 7/16 DIN(f), 50 Q

Phase-Stable Test Port Cables, Armored (recommended for use with tightly spaced connectors and other general purpose applications)

15NNF50-1.5C 1.5 m, DC to 6 GHz, N(m) to N(f), 50 Q
15NN50-1.5C 1.5 m, DC to 6 GHz, N(m) to N(m), 50 Q
15NDF50-1.5C 1.5 m, DC to 6 GHz, N(m) to 7/16 DIN(f), 50 Q
15ND50-1.5C 1.5 m, DC to 6 GHz, N(m) to 7/16 DIN(m), 50 Q
— 15NNF50-3.0C 3.0 m, DC to 6 GHz, N(m) to N(f), 50 Q
15NN50-3.0C 3.0 m, DC to 6 GHz, N(m) to N(m), 50 Q
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